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ADVANCE SIGNAGE DETAIL

GENERAL NOTES

ALL CONSTRUCTION SIGNING, DRUMS, BARRICADES AND OTHER DEVICES SHALL
CONFORM WITH THE LATEST EDITION OF THE MANUAL ON UNIFORM TRAFFIC CONTROL
DEVICES (M.U.T.C.D.) AND ALL REVISIONS.

ALL SIGN LEGENDS, BORDERS AND MOUNTING SHALL BE IN ACCORDANCE WITH THE
M.U.T.C.D.

TEMPORARY CONSTRUCTION SIGNING AND ALL OTHER TRAFFIC CONTROL DEVICES SHALL
BE IN PLACE PRIOR TO THE START OF ANY WORK.

ALL DRUMS OR OTHER TRAFFIC CONTROL DEVICES SHALL BE SET @ 20° 0.C. MAX.
UNLESS OTHERWISE NOTED OR ADJUSTED BY THE FIELD ENGINEER.

ALL DRUMS SHALL BE APPROPRIATELY PLACED AND MOVED AS NECESSARY TO
MAINTAIN ADEQUATE ABUTTER ACCESS AT ALL TIMES. WORK MAY REQUIRE ADDITIONAL
SIGNS, DRUMS AND OTHER TRAFFIC CONTROL DEVICES, GRADING AND TEMPORARY
PAVEMENT FOR PASSAGE OF PEDESTRIAN, VEHICULAR AND EMERGENCY TRAFFIC
THROUGH THE WORK AREAS, BOTH DURING AND AFTER WORK HOURS TO MAINTAIN
SUCH ACCESS.

TEMPORARY CONSTRUCTION SIGNING, BARRICADES AND ALL OTHER NECESSARY WORK
ZONE TRAFFIC CONTROL DEVICES SHALL BE REMOVED FROM THE ROADWAY OR
COVERED WHEN THEY ARE NOT REQUIRED FOR CONTROL OF TRAFFIC.

THE CONTRACTOR SHALL NOTIFY EACH ABUTTER AT LEAST 48 HOURS IN ADVANCE OF
THE START OF ANY WORK THAT WILL REQUIRE THE TEMPORARY CLOSURE OF ACCESS,
SUCH AS EXISTING PAVEMENT EXCAVATION, TEMPORARY DRIVEWAY PLACEMENT AND
SIMILAR OPERATIONS.

THE CONTRACTOR SHALL NOTIFY THE TOWN OF YARMOUTH POLICE, FIRE AND DPW AT
LEAST 48 HOURS IN ADVANCE OF LANE AND ROADWAY CLOSURES.

TEMPORARY NO PARKING SIGNS SHALL BE POSTED WITHIN CONSTRUCTION ZONE WHERE
PARKING RESTRICTIONS ARE REQUIRED AT LEAST 48 HOURS IN ADVANCE. ALL OTHER
PARKING REGULATION SIGNS CONFLICTING WITH THE TEMPORARY PARKING RESTRICTIONS
SHALL BE COVERED DURING CONSTRUCTION.

. THE WORK AREA SHALL BE BACKFILLED OR PLATED AT THE END OF EACH WORK

PERIOD AND ALL LANES RE-OPENED TO TRAFFIC DURING NON—WORKING HOURS.

. DETOURS FOR ROAD CLOSURES OR THROUGH TRAFFIC MAY BE NECESSARY. ALL

DETOURS SHALL BE COORDINATED AND APPROVED WITH THE APPROPRIATE LOCAL
AUTHORITIES.

. GRADE SEPARATIONS IN EXCESS OF 2 INCHES DURING NON-WORKING HOURS WILL

REQUIRE DELINEATION BY USE OF DRUMS.

. EXCAVATION EDGES IN EXCESS OF 4 INCHES DEEP SHALL BE PROTECTED DURING

NON—WORKING HOURS BY BACKFILLUNG WITH A WEDGE OF GRAVEL OR SOIL COMPACTED
TO A 4:1 SLOPE.

. THE FIRST FIVE PLASTIC DRUMS OF A TAPER SHALL BE MOUNTED WITH TYPE A LIGHTS.
. DISTANCES ARE A GUIDE AND MAY BE ADJUSTED IN THE FIELD BY THE ENGINEER.
. ACCESS TO SIDE STREETS SHALL BE MAINTAINED AT ALL TIMES, UNLESS OTHERWISE

NOTED OR APPROVED.

. MINIMUM LANE WIDTH IS TO BE 11 FEET UNLESS OTHERWISE SHOWN. MINIMUM LANE

WDTH TO BE MEASURED FROM THE OUTSIDE EDGE OF THE DRUMS OR OTHER TRAFFIC
CONTROL DEVICES.

. ALL SIGNS SHALL BE MOUNTED ON THEIR OWN STANDARD SIGN SUPPORTS.
. THE WORK ZONE SHALL BE SWEPT CLEAN AT THE END OF EACH WORK DAY. WATER

SHALL BE APPLIED TO THE TRENCH AS NEEDED TO CONTROL DUST.
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GENERAL NOTES

ALL CONSTRUCTION SIGNING, DRUMS, BARRICADES AND OTHER DEVICES SHALL
CONFORM WITH THE LATEST EDITION OF THE MANUAL ON UNIFORM TRAFFIC CONTROL
DEVICES (M.U.T.C.D.) AND ALL REVISIONS.

ALL SIGN LEGENDS, BORDERS AND MOUNTING SHALL BE IN ACCORDANCE WITH THE
M.U.T.C.D.

TEMPORARY CONSTRUCTION SIGNING AND ALL OTHER TRAFFIC CONTROL DEVICES SHALL
BE IN PLACE PRIOR TO THE START OF ANY WORK.

ALL DRUMS OR OTHER TRAFFIC CONTROL DEVICES SHALL BE SET @ 20° 0.C. MAX.
UNLESS OTHERWISE NOTED OR ADJUSTED BY THE FIELD ENGINEER.

ALL DRUMS SHALL BE APPROPRIATELY PLACED AND MOVED AS NECESSARY TO
MAINTAIN ADEQUATE ABUTTER ACCESS AT ALL TIMES. WORK MAY REQUIRE ADDITIONAL
SIGNS, DRUMS AND OTHER TRAFFIC CONTROL DEVICES, GRADING AND TEMPORARY
PAVEMENT FOR PASSAGE OF PEDESTRIAN, VEHICULAR AND EMERGENCY TRAFFIC
THROUGH THE WORK AREAS, BOTH DURING AND AFTER WORK HOURS TO MAINTAIN
SUCH ACCESS.

TEMPORARY CONSTRUCTION SIGNING, BARRICADES AND ALL OTHER NECESSARY WORK
ZONE TRAFFIC CONTROL DEVICES SHALL BE REMOVED FROM THE ROADWAY OR
COVERED WHEN THEY ARE NOT REQUIRED FOR CONTROL OF TRAFFIC.

THE CONTRACTOR SHALL NOTIFY EACH ABUTTER AT LEAST 48 HOURS IN ADVANCE OF
THE START OF ANY WORK THAT WILL REQUIRE THE TEMPORARY CLOSURE OF ACCESS,
SUCH AS EXISTING PAVEMENT EXCAVATION, TEMPORARY DRIVEWAY PLACEMENT AND
SIMILAR OPERATIONS.

THE CONTRACTOR SHALL NOTIFY THE TOWN OF YARMOUTH POLICE, FIRE AND DPW AT
LEAST 48 HOURS IN ADVANCE OF LANE AND ROADWAY CLOSURES.

TEMPORARY NO PARKING SIGNS SHALL BE POSTED WITHIN CONSTRUCTION ZONE WHERE
PARKING RESTRICTIONS ARE REQUIRED AT LEAST 48 HOURS IN ADVANCE. ALL OTHER
PARKING REGULATION SIGNS CONFLICTING WITH THE TEMPORARY PARKING RESTRICTIONS
SHALL BE COVERED DURING CONSTRUCTION.

. THE WORK AREA SHALL BE BACKFILLED OR PLATED AT THE END OF EACH WORK

PERIOD AND ALL LANES RE-OPENED TO TRAFFIC DURING NON—WORKING HOURS.

. DETOURS FOR ROAD CLOSURES OR THROUGH TRAFFIC MAY BE NECESSARY. ALL

DETOURS SHALL BE COORDINATED AND APPROVED WITH THE APPROPRIATE LOCAL
AUTHORITIES.

. GRADE SEPARATIONS IN EXCESS OF 2 INCHES DURING NON-WORKING HOURS WILL

REQUIRE DELINEATION BY USE OF DRUMS.

. EXCAVATION EDGES IN EXCESS OF 4 INCHES DEEP SHALL BE PROTECTED DURING

NON—WORKING HOURS BY BACKFILLUNG WITH A WEDGE OF GRAVEL OR SOIL COMPACTED
TO A 4:1 SLOPE.

. THE FIRST FIVE PLASTIC DRUMS OF A TAPER SHALL BE MOUNTED WITH TYPE A LIGHTS.
. DISTANCES ARE A GUIDE AND MAY BE ADJUSTED IN THE FIELD BY THE ENGINEER.
. ACCESS TO SIDE STREETS SHALL BE MAINTAINED AT ALL TIMES, UNLESS OTHERWISE

NOTED OR APPROVED.

. MINIMUM LANE WIDTH IS TO BE 11 FEET UNLESS OTHERWISE SHOWN. MINIMUM LANE

WDTH TO BE MEASURED FROM THE OUTSIDE EDGE OF THE DRUMS OR OTHER TRAFFIC
CONTROL DEVICES.

. ALL SIGNS SHALL BE MOUNTED ON THEIR OWN STANDARD SIGN SUPPORTS.
. THE WORK ZONE SHALL BE SWEPT CLEAN AT THE END OF EACH WORK DAY. WATER

SHALL BE APPLIED TO THE TRENCH AS NEEDED TO CONTROL DUST.
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2 X a & 1. ALL CONSTRUCTION SIGNING, DRUMS, BARRICADES AND OTHER DEVICES SHALL
2g = o CONFORM WITH THE LATEST EDITION OF THE MANUAL ON UNIFORM TRAFFIC CONTROL
3o < DEVICES (M.U.T.C.D.) AND ALL REVISIONS.
Iz 2. ALL SIGN LEGENDS, BORDERS AND MOUNTING SHALL BE IN ACCORDANCE WITH THE
7 M.U.T.C.D.
a

3. TEMPORARY CONSTRUCTION SIGNING AND ALL OTHER TRAFFIC CONTROL DEVICES SHALL
BE IN PLACE PRIOR TO THE START OF ANY WORK.

4. ALL DRUMS OR OTHER TRAFFIC CONTROL DEVICES SHALL BE SET @ 20' 0.C. MAX.
UNLESS OTHERWISE NOTED OR ADJUSTED BY THE FIELD ENGINEER.

5. ALL DRUMS SHALL BE APPROPRIATELY PLACED AND MOVED AS NECESSARY TO
MAINTAIN ADEQUATE ABUTTER ACCESS AT ALL TIMES. WORK MAY REQUIRE ADDITIONAL
SIGNS, DRUMS AND OTHER TRAFFIC CONTROL DEVICES, GRADING AND TEMPORARY
PAVEMENT FOR PASSAGE OF PEDESTRIAN, VEHICULAR AND EMERGENCY TRAFFIC
THROUGH THE WORK AREAS, BOTH DURING AND AFTER WORK HOURS TO MAINTAIN
SUCH ACCESS.

6. TEMPORARY CONSTRUCTION SIGNING, BARRICADES AND ALL OTHER NECESSARY WORK
ZONE TRAFFIC CONTROL DEVICES SHALL BE REMOVED FROM THE ROADWAY OR
COVERED WHEN THEY ARE NOT REQUIRED FOR CONTROL OF TRAFFIC.

7. THE CONTRACTOR SHALL NOTIFY EACH ABUTTER AT LEAST 48 HOURS IN ADVANCE OF
TEMPORARY SIGNS THE START OF ANY WORK THAT WILL REQUIRE THE TEMPORARY CLOSURE OF ACCESS,

SUCH AS EXISTING PAVEMENT EXCAVATION, TEMPORARY DRIVEWAY PLACEMENT AND
SIMILAR OPERATIONS.

SIGN DESIGNATION. LEGEND HEIGHT ~ WIDTH
8. THE CONTRACTOR SHALL NOTIFY THE TOWN OF DENNIS POLICE, FIRE AND DPW AT
WORK ZONES LEAST 48 HOURS IN ADVANCE OF LANE AND ROADWAY CLOSURES.

SPEEDING ., N 9. TEMPORARY NO PARKING SIGNS SHALL BE POSTED WITHIN CONSTRUCTION ZONE WHERE

R2-10a FINES 36 48 PARKING RESTRICTIONS ARE REQURED AT LEAST 48 HOURS IN ADVANCE. ALL OTHER

DOUBLED PARKING REGULATION SIGNS CONFLICTING WITH THE TEMPORARY PARKING RESTRICTIONS
SHALL BE COVERED DURING CONSTRUCTION.

10. THE WORK AREA SHALL BE BACKFILLED OR PLATED AT THE END OF EACH WORK
PERIOD AND ALL LANES RE-OPENED TO TRAFFIC DURING NON—WORKING HOURS.

11. DETOURS FOR ROAD CLOSURES OR THROUGH TRAFFIC MAY BE NECESSARY. ALL
DETOURS SHALL BE COORDINATED AND APPROVED WITH THE APPROPRIATE LOCAL
AUTHORITIES.

12. GRADE SEPARATIONS IN EXCESS OF 2 INCHES DURING NON—WORKING HOURS WILL
REQUIRE DELINEATION BY USE OF DRUMS.

36" 36" 13. EXCAVATION EDGES IN EXCESS OF 4 INCHES DEEP SHALL BE PROTECTED DURING
NON—WORKING HOURS BY BACKFILLUNG WITH A WEDGE OF GRAVEL OR SOIL COMPACTED
TO A 4:1 SLOPE.

NOTE: 14. THE FIRST FIVE PLASTIC DRUMS OF A TAPER SHALL BE MOUNTED WITH TYPE A LIGHTS.
ALL SIGNS TO BE BLACK LETTERING ON AN
ORANGE OR WHITE BACKGROUND PER 15. DISTANCES ARE A GUIDE AND MAY BE ADJUSTED IN THE FIELD BY THE ENGINEER.

MUTCD. 16. ACCESS TO SIDE STREETS SHALL BE MAINTAINED AT ALL TIMES, UNLESS OTHERWISE
NOTED OR APPROVED.

LEGEND 17. MINIMUM LANE WIDTH IS TO BE 11 FEET UNLESS OTHERWISE SHOWN. MINIMUM LANE
- WDTH TO BE MEASURED FROM THE OUTSIDE EDGE OF THE DRUMS OR OTHER TRAFFIC
CONTROL DEVICES.

18. ALL SIGNS SHALL BE MOUNTED ON THEIR OWN STANDARD SIGN SUPPORTS.

4 TEMPORARY SIGN 19. THE WORK ZONE SHALL BE SWEPT CLEAN AT THE END OF EACH WORK DAY. WATER
SHALL BE APPLIED TO THE TRENCH AS NEEDED TO CONTROL DUST.
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ADVANCE SIGNAGE DETAIL

GENERAL NOTES

ALL CONSTRUCTION SIGNING, DRUMS, BARRICADES AND OTHER DEVICES SHALL
CONFORM WITH THE LATEST EDITION OF THE MANUAL ON UNIFORM TRAFFIC CONTROL
DEVICES (M.U.T.C.D.) AND ALL REVISIONS.

ALL SIGN LEGENDS, BORDERS AND MOUNTING SHALL BE IN ACCORDANCE WITH THE
M.U.T.C.D.

TEMPORARY CONSTRUCTION SIGNING AND ALL OTHER TRAFFIC CONTROL DEVICES SHALL
BE IN PLACE PRIOR TO THE START OF ANY WORK.

ALL DRUMS OR OTHER TRAFFIC CONTROL DEVICES SHALL BE SET @ 20" 0.C. MAX.
UNLESS OTHERWISE NOTED OR ADJUSTED BY THE FIELD ENGINEER.

ALL DRUMS SHALL BE APPROPRIATELY PLACED AND MOVED AS NECESSARY TO
MAINTAIN ADEQUATE ABUTTER ACCESS AT ALL TIMES. WORK MAY REQUIRE ADDITIONAL
SIGNS, DRUMS AND OTHER TRAFFIC CONTROL DEVICES, GRADING AND TEMPORARY
PAVEMENT FOR PASSAGE OF PEDESTRIAN, VEHICULAR AND EMERGENCY TRAFFIC
THROUGH THE WORK AREAS, BOTH DURING AND AFTER WORK HOURS TO MAINTAIN
SUCH ACCESS.

TEMPORARY CONSTRUCTION SIGNING, BARRICADES AND ALL OTHER NECESSARY WORK
ZONE TRAFFIC CONTROL DEVICES SHALL BE REMOVED FROM THE ROADWAY OR
COVERED WHEN THEY ARE NOT REQUIRED FOR CONTROL OF TRAFFIC.

THE CONTRACTOR SHALL NOTIFY EACH ABUTTER AT LEAST 48 HOURS IN ADVANCE OF
THE START OF ANY WORK THAT WILL REQUIRE THE TEMPORARY CLOSURE OF ACCESS,
SUCH AS EXISTING PAVEMENT EXCAVATION, TEMPORARY DRIVEWAY PLACEMENT AND
SIMILAR OPERATIONS.

THE CONTRACTOR SHALL NOTIFY THE TOWN OF HARWICH POLICE, FIRE AND DPW AT
LEAST 48 HOURS IN ADVANCE OF LANE AND ROADWAY CLOSURES.

TEMPORARY NO PARKING SIGNS SHALL BE POSTED WITHIN CONSTRUCTION ZONE WHERE
PARKING RESTRICTIONS ARE REQUIRED AT LEAST 48 HOURS IN ADVANCE. ALL OTHER
PARKING REGULATION SIGNS CONFLICTING WITH THE TEMPORARY PARKING RESTRICTIONS
SHALL BE COVERED DURING CONSTRUCTION.

. THE WORK AREA SHALL BE BACKFILLED OR PLATED AT THE END OF EACH WORK

PERIOD AND ALL LANES RE-OPENED TO TRAFFIC DURING NON—WORKING HOURS.

. DETOURS FOR ROAD CLOSURES OR THROUGH TRAFFIC MAY BE NECESSARY. ALL

DETOURS SHALL BE COORDINATED AND APPROVED WITH THE APPROPRIATE LOCAL
AUTHORITES.

. GRADE SEPARATIONS IN EXCESS OF 2 INCHES DURING NON—WORKING HOURS WILL

REQUIRE DELINEATION BY USE OF DRUMS.

. EXCAVATION EDGES IN EXCESS OF 4 INCHES DEEP SHALL BE PROTECTED DURING

NON-WORKING HOURS BY BACKFILLING WITH A WEDGE OF GRAVEL OR SOIL COMPACTED
TO A 4:1 SLOPE.

. THE FIRST FIVE PLASTIC DRUMS OF A TAPER SHALL BE MOUNTED WITH TYPE A LIGHTS.
. DISTANCES ARE A GUIDE AND MAY BE ADJUSTED IN THE FIELD BY THE ENGINEER.
. ACCESS TO SIDE STREETS SHALL BE MAINTAINED AT ALL TIMES, UNLESS OTHERWISE

NOTED OR APPROVED.

. MINIMUM LANE WIDTH IS TO BE 11 FEET UNLESS OTHERWISE SHOWN. MINIMUM LANE

WDTH TO BE MEASURED FROM THE OUTSIDE EDGE OF THE DRUMS OR OTHER TRAFFIC
CONTROL DEVICES.

. ALL SIGNS SHALL BE MOUNTED ON THEIR OWN STANDARD SIGN SUPPORTS.
. THE WORK ZONE SHALL BE SWEPT CLEAN AT THE END OF EACH WORK DAY. WATER

SHALL BE APPLIED TO THE TRENCH AS NEEDED TO CONTROL DUST.
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TEMPORARY SIGNS

SIGN DESIGNATION LEGEND HEIGHT ~ WIDTH
WORK ZONES
R2-100 SPEEDING . . GENERAL NOTES
FINES 36 48
DOUBLED
1. ALL CONSTRUCTION SIGNING, DRUMS, BARRICADES AND OTHER DEVICES SHALL
Nermo CONFORM WITH THE LATEST EDITION OF THE MANUAL ON UNIFORM TRAFFIC CONTROL
w§1—7 ~100 ENDRoAD DEVICES (M.U.T.C.D.) AND ALL REVISIONS.
R2-10e WORK 48 36 2. ALL SIGN LEGENDS, BORDERS AND MOUNTING SHALL BE IN ACCORDANCE WITH THE
bouBLE M.U.T.C.D.
[HESEY 3. TEMPORARY CONSTRUCTION SIGNING AND ALL OTHER TRAFFIC CONTROL DEVICES SHALL

BE IN PLACE PRIOR TO THE START OF ANY WORK.

4. ALL DRUMS OR OTHER TRAFFIC CONTROL DEVICES SHALL BE SET @ 20' 0.C. MAX.
UNLESS OTHERWISE NOTED OR ADJUSTED BY THE FIELD ENGINEER.

W21-7 36" 36"
5. ALL DRUMS SHALL BE APPROPRIATELY PLACED AND MOVED AS NECESSARY TO

MAINTAIN ADEQUATE ABUTTER ACCESS AT ALL TIMES. WORK MAY REQUIRE ADDITIONAL
SIGNS, DRUMS AND OTHER TRAFFIC CONTROL DEVICES, GRADING AND TEMPORARY

NOTE: PAVEMENT FOR PASSAGE OF PEDESTRIAN, VEHICULAR AND EMERGENCY TRAFFIC

ALL SIGNS TO BE BLACK LETTERING ON AN ;ﬁgﬂu&gcgg WORK AREAS, BOTH DURING AND AFTER WORK HOURS TO MAINTAIN

ORANGE OR WHITE BACKGROUND PER -

MUTCD. 6. TEMPORARY CONSTRUCTION SIGNING, BARRICADES AND ALL OTHER NECESSARY WORK

ZONE TRAFFIC CONTROL DEVICES SHALL BE REMOVED FROM THE ROADWAY OR
COVERED WHEN THEY ARE NOT REQUIRED FOR CONTROL OF TRAFFIC.

LEGEND 7. THE CONTRACTOR SHALL NOTIFY EACH ABUTTER AT LEAST 48 HOURS IN ADVANCE OF
ELLULINL THE START OF ANY WORK THAT WILL REQUIRE THE TEMPORARY CLOSURE OF ACCESS,
SUCH AS EXISTING PAVEMENT EXCAVATION, TEMPORARY DRIVEWAY PLACEMENT AND

PROPOSED GAS
MAIN UTILITY WORK

PROPOSED GAS MAIN SIMILAR OPERATIONS.
8. THE CONTRACTOR SHALL NOTIFY THE TOWN OF HARWICH POLICE, FIRE AND DPW AT
'{ TEMPORARY SIGN LEAST 48 HOURS IN ADVANCE OF LANE AND ROADWAY CLOSURES.

9. TEMPORARY NO PARKING SIGNS SHALL BE POSTED WITHIN CONSTRUCTION ZONE WHERE

PARKING RESTRICTIONS ARE REQUIRED AT LEAST 48 HOURS IN ADVANCE. ALL OTHER
= PARKING REGULATION SIGNS CONFLICTING WITH THE TEMPORARY PARKING RESTRICTIONS
o SHALL BE COVERED DURING CONSTRUCTION.

10. THE WORK AREA SHALL BE BACKFILLED OR PLATED AT THE END OF EACH WORK
PERIOD AND ALL LANES RE-OPENED TO TRAFFIC DURING NON—WORKING HOURS.

11. DETOURS FOR ROAD CLOSURES OR THROUGH TRAFFIC MAY BE NECESSARY. ALL
DETOURS SHALL BE COORDINATED AND APPROVED WITH THE APPROPRIATE LOCAL
AUTHORITIES.

12. GRADE SEPARATIONS IN EXCESS OF 2 INCHES DURING NON—WORKING HOURS WILL
REQUIRE DELINEATION BY USE OF DRUMS.

13. EXCAVATION EDGES IN EXCESS OF 4 INCHES DEEP SHALL BE PROTECTED DURING
NON-WORKING HOURS BY BACKFILLING WITH A WEDGE OF GRAVEL OR SOIL COMPACTED
TO A 4:1 SLOPE.

14. THE FIRST FIVE PLASTIC DRUMS OF A TAPER SHALL BE MOUNTED WITH TYPE A LIGHTS.
15. DISTANCES ARE A GUIDE AND MAY BE ADJUSTED IN THE FIELD BY THE ENGINEER.

16. ACCESS TO SIDE STREETS SHALL BE MAINTAINED AT ALL TIMES, UNLESS OTHERWISE
NOTED OR APPROVED.

17. MINIMUM LANE WIDTH IS TO BE 11 FEET UNLESS OTHERWISE SHOWN. MINIMUM LANE
WIDTH TO BE MEASURED FROM THE OUTSIDE EDGE OF THE DRUMS OR OTHER TRAFFIC
CONTROL DEVICES.

18. ALL SIGNS SHALL BE MOUNTED ON THEIR OWN STANDARD SIGN SUPPORTS.

19. THE WORK ZONE SHALL BE SWEPT CLEAN AT THE END OF EACH WORK DAY. WATER
SHALL BE APPLIED TO THE TRENCH AS NEEDED TO CONTROL DUST.
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GENERAL NOTES

1. ALL CONSTRUCTION SIGNING, DRUMS, BARRICADES AND OTHER DEVICES SHALL
CONFORM WITH THE LATEST EDITION OF THE MANUAL ON UNIFORM TRAFFIC CONTROL
DEVICES (M.U.T.C.D.) AND ALL REVISIONS.

2. ALL SIGN LEGENDS, BORDERS AND MOUNTING SHALL BE IN ACCORDANCE WITH THE
M.U.T.C.D.

3. TEMPORARY CONSTRUCTION SIGNING AND ALL OTHER TRAFFIC CONTROL DEVICES SHALL
BE IN PLACE PRIOR TO THE START OF ANY WORK.

4. ALL DRUMS OR OTHER TRAFFIC CONTROL DEVICES SHALL BE SET @ 20" O.C. MAX.
UNLESS OTHERWISE NOTED OR ADJUSTED BY THE FIELD ENGINEER.

5. ALL DRUMS SHALL BE APPROPRIATELY PLACED AND MOVED AS NECESSARY TO
MAINTAIN ADEQUATE ABUTTER ACCESS AT ALL TIMES. WORK MAY REQUIRE ADDITIONAL
SIGNS, DRUMS AND OTHER TRAFFIC CONTROL DEVICES, GRADING AND TEMPORARY
PAVEMENT FOR PASSAGE OF PEDESTRIAN, VEHICULAR AND EMERGENCY TRAFFIC
THROUGH THE WORK AREAS, BOTH DURING AND AFTER WORK HOURS TO MAINTAIN
SUCH ACCESS.

6. TEMPORARY CONSTRUCTION SIGNING, BARRICADES AND ALL OTHER NECESSARY WORK
ZONE TRAFFIC CONTROL DEVICES SHALL BE REMOVED FROM THE ROADWAY OR
COVERED WHEN THEY ARE NOT REQUIRED FOR CONTROL OF TRAFFIC.

7. THE CONTRACTOR SHALL NOTIFY EACH ABUTTER AT LEAST 72 HOURS IN ADVANCE OF
THE START OF ANY WORK THAT WILL REQUIRE THE TEMPORARY CLOSURE OF ACCESS,
SUCH AS EXISTING PAVEMENT EXCAVATION, TEMPORARY DRIVEWAY PLACEMENT AND
SIMILAR OPERATIONS.

8. CONSTRUCTION REQUIRING LANE CLOSURES SHALL BE PERFORMED BETWEEN xxxx. THE
CONTRACTOR SHALL NOTIFY THE TOWN OF HARWICH POLICE, FIRE AND DPW AT LEAST
72 HOURS IN ADVANCE OF LANE AND ROADWAY CLOSURES.

9. TEMPORARY NO PARKING SIGNS SHALL BE POSTED WITHIN CONSTRUCTION ZONE WHERE
PARKING RESTRICTIONS ARE REQUIRED AT LEAST 48 HOURS IN ADVANCE. ALL OTHER
PARKING REGULATION SIGNS CONFLICTING WITH THE TEMPORARY PARKING RESTRICTIONS
SHALL BE COVERED DURING CONSTRUCTION.

10. THE WORK AREA SHALL BE BACKFILLED OR PLATED AT THE END OF EACH WORK
PERIOD AND ALL LANES RE—OPENED TO TRAFFIC DURING NON—WORKING HOURS.

11. DETOURS FOR ROAD CLOSURES OR THROUGH TRAFFIC MAY BE NECESSARY. ALL
DETOURS SHALL BE COORDINATED AND APPROVED WITH THE APPROPRIATE LOCAL
AUTHORITIES.

12. GRADE SEPARATIONS IN EXCESS OF 2 INCHES DURING NON-WORKING HOURS WILL
REQUIRE DELINEATION BY USE OF DRUMS.

13. EXCAVATION EDGES IN EXCESS OF 4 INCHES DEEP SHALL BE PROTECTED DURING
NON-WORKING HOURS BY BACKFILLING WITH A WEDGE OF GRAVEL OR SOIL COMPACTED
TO A 4:1 SLOPE.

14. THE FIRST FIVE PLASTIC DRUMS OF A TAPER SHALL BE MOUNTED WITH TYPE A LIGHTS.
15. DISTANCES ARE A GUIDE AND MAY BE ADJUSTED IN THE FIELD BY THE ENGINEER.

16. ACCESS TO SIDE STREETS SHALL BE MAINTAINED AT ALL TIMES, UNLESS OTHERWISE
NOTED OR APPROVED.

17. MINIMUM LANE WIDTH IS TO BE 11 FEET UNLESS OTHERWISE SHOWN. MINIMUM LANE
WIDTH TO BE MEASURED FROM THE OUTSIDE EDGE OF THE DRUMS OR OTHER TRAFFIC
CONTROL DEVICES.

18. ALL SIGNS SHALL BE MOUNTED ON THEIR OWN STANDARD SIGN SUPPORTS.

19. THE WORK ZONE SHALL BE SWEPT CLEAN AT THE END OF EACH WORK DAY. WATER
SHALL BE APPLIED TO THE TRENCH AS NEEDED TO CONTROL DUST.
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GENERAL NOTES

ALL CONSTRUCTION SIGNING, DRUMS, BARRICADES AND OTHER DEVICES SHALL
CONFORM WITH THE LATEST EDITION OF THE MANUAL ON UNIFORM TRAFFIC CONTROL
DEVICES (M.U.T.C.D.) AND ALL REVISIONS.

ALL SIGN LEGENDS, BORDERS AND MOUNTING SHALL BE IN ACCORDANCE WITH THE
M.U.T.C.D.

TEMPORARY CONSTRUCTION SIGNING AND ALL OTHER TRAFFIC CONTROL DEVICES SHALL
BE IN PLACE PRIOR TO THE START OF ANY WORK.

ALL DRUMS OR OTHER TRAFFIC CONTROL DEVICES SHALL BE SET @ 20° 0.C. MAX.
UNLESS OTHERWISE NOTED OR ADJUSTED BY THE FIELD ENGINEER.

ALL DRUMS SHALL BE APPROPRIATELY PLACED AND MOVED AS NECESSARY TO
MAINTAIN ADEQUATE ABUTTER ACCESS AT ALL TIMES. WORK MAY REQUIRE ADDITIONAL
SIGNS, DRUMS AND OTHER TRAFFIC CONTROL DEVICES, GRADING AND TEMPORARY
PAVEMENT FOR PASSAGE OF PEDESTRIAN, VEHICULAR AND EMERGENCY TRAFFIC
THROUGH THE WORK AREAS, BOTH DURING AND AFTER WORK HOURS TO MAINTAIN
SUCH ACCESS.

TEMPORARY CONSTRUCTION SIGNING, BARRICADES AND ALL OTHER NECESSARY WORK
ZONE TRAFFIC CONTROL DEVICES SHALL BE REMOVED FROM THE ROADWAY OR
COVERED WHEN THEY ARE NOT REQUIRED FOR CONTROL OF TRAFFIC.

THE CONTRACTOR SHALL NOTIFY EACH ABUTTER AT LEAST 48 HOURS IN ADVANCE OF
THE START OF ANY WORK THAT WILL REQUIRE THE TEMPORARY CLOSURE OF ACCESS,
SUCH AS EXISTING PAVEMENT EXCAVATION, TEMPORARY DRIVEWAY PLACEMENT AND
SIMILAR OPERATIONS.

THE CONTRACTOR SHALL NOTIFY THE TOWN OF HARWICH POLICE, FIRE AND DPW AT
LEAST 48 HOURS IN ADVANCE OF LANE AND ROADWAY CLOSURES.

TEMPORARY NO PARKING SIGNS SHALL BE POSTED WITHIN CONSTRUCTION ZONE WHERE
PARKING RESTRICTIONS ARE REQUIRED AT LEAST 48 HOURS IN ADVANCE. ALL OTHER
PARKING REGULATION SIGNS CONFLICTING WITH THE TEMPORARY PARKING RESTRICTIONS
SHALL BE COVERED DURING CONSTRUCTION.

. THE WORK AREA SHALL BE BACKFILLED OR PLATED AT THE END OF EACH WORK

PERIOD AND ALL LANES RE-OPENED TO TRAFFIC DURING NON—WORKING HOURS.

. DETOURS FOR ROAD CLOSURES OR THROUGH TRAFFIC MAY BE NECESSARY. ALL

DETOURS SHALL BE COORDINATED AND APPROVED WITH THE APPROPRIATE LOCAL
AUTHORITIES.

GRADE SEPARATIONS IN EXCESS OF 2 INCHES DURING NON-WORKING HOURS WILL
REQUIRE DELINEATION BY USE OF DRUMS.

. EXCAVATION EDGES IN EXCESS OF 4 INCHES DEEP SHALL BE PROTECTED DURING

NON-WORKING HOURS BY BACKFILLING WITH A WEDGE OF GRAVEL OR SOIL COMPACTED
TO A 4:1 SLOPE.

THE FIRST FIVE PLASTIC DRUMS OF A TAPER SHALL BE MOUNTED WITH TYPE A LIGHTS.
DISTANCES ARE A GUIDE AND MAY BE ADJUSTED IN THE FIELD BY THE ENGINEER.

ACCESS TO SIDE STREETS SHALL BE MAINTAINED AT ALL TIMES, UNLESS OTHERWISE
NOTED OR APPROVED.

. MINIMUM LANE WIDTH IS TO BE 11 FEET UNLESS OTHERWISE SHOWN. MINIMUM LANE

WIDTH TO BE MEASURED FROM THE OUTSIDE EDGE OF THE DRUMS OR OTHER TRAFFIC
CONTROL DEVICES.

ALL SIGNS SHALL BE MOUNTED ON THEIR OWN STANDARD SIGN SUPPORTS.

THE WORK ZONE SHALL BE SWEPT CLEAN AT THE END OF EACH WORK DAY. WATER
SHALL BE APPLIED TO THE TRENCH AS NEEDED TO CONTROL DUST.
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GENERAL NOTES

ALL CONSTRUCTION SIGNING, DRUMS, BARRICADES AND OTHER DEVICES SHALL
CONFORM WITH THE LATEST EDITION OF THE MANUAL ON UNIFORM TRAFFIC CONTROL
DEVICES (M.U.T.C.D.) AND ALL REVISIONS.

ALL SIGN LEGENDS, BORDERS AND MOUNTING SHALL BE IN ACCORDANCE WITH THE
M.U.T.C.D.

TEMPORARY CONSTRUCTION SIGNING AND ALL OTHER TRAFFIC CONTROL DEVICES SHALL
BE IN PLACE PRIOR TO THE START OF ANY WORK.

ALL DRUMS OR OTHER TRAFFIC CONTROL DEVICES SHALL BE SET @ 20° 0.C. MAX.
UNLESS OTHERWISE NOTED OR ADJUSTED BY THE FIELD ENGINEER.

ALL DRUMS SHALL BE APPROPRIATELY PLACED AND MOVED AS NECESSARY TO
MAINTAIN ADEQUATE ABUTTER ACCESS AT ALL TIMES. WORK MAY REQUIRE ADDITIONAL
SIGNS, DRUMS AND OTHER TRAFFIC CONTROL DEVICES, GRADING AND TEMPORARY
PAVEMENT FOR PASSAGE OF PEDESTRIAN, VEHICULAR AND EMERGENCY TRAFFIC
THROUGH THE WORK AREAS, BOTH DURING AND AFTER WORK HOURS TO MAINTAIN
SUCH ACCESS.

TEMPORARY CONSTRUCTION SIGNING, BARRICADES AND ALL OTHER NECESSARY WORK
ZONE TRAFFIC CONTROL DEVICES SHALL BE REMOVED FROM THE ROADWAY OR
COVERED WHEN THEY ARE NOT REQUIRED FOR CONTROL OF TRAFFIC.

THE CONTRACTOR SHALL NOTIFY EACH ABUTTER AT LEAST 48 HOURS IN ADVANCE OF
THE START OF ANY WORK THAT WILL REQUIRE THE TEMPORARY CLOSURE OF ACCESS,
SUCH AS EXISTING PAVEMENT EXCAVATION, TEMPORARY DRIVEWAY PLACEMENT AND
SIMILAR OPERATIONS.

THE CONTRACTOR SHALL NOTIFY THE TOWN OF BREWSTER POLICE, FIRE AND DPW AT
LEAST 48 HOURS IN ADVANCE OF LANE AND ROADWAY CLOSURES.

TEMPORARY NO PARKING SIGNS SHALL BE POSTED WITHIN CONSTRUCTION ZONE WHERE
PARKING RESTRICTIONS ARE REQUIRED AT LEAST 48 HOURS IN ADVANCE. ALL OTHER
PARKING REGULATION SIGNS CONFLICTING WITH THE TEMPORARY PARKING RESTRICTIONS
SHALL BE COVERED DURING CONSTRUCTION.

. THE WORK AREA SHALL BE BACKFILLED OR PLATED AT THE END OF EACH WORK

PERIOD AND ALL LANES RE-OPENED TO TRAFFIC DURING NON—WORKING HOURS.

. DETOURS FOR ROAD CLOSURES OR THROUGH TRAFFIC MAY BE NECESSARY. ALL

DETOURS SHALL BE COORDINATED AND APPROVED WITH THE APPROPRIATE LOCAL
AUTHORITIES.

. GRADE SEPARATIONS IN EXCESS OF 2 INCHES DURING NON-WORKING HOURS WILL

REQUIRE DELINEATION BY USE OF DRUMS.

. EXCAVATION EDGES IN EXCESS OF 4 INCHES DEEP SHALL BE PROTECTED DURING

NON—WORKING HOURS BY BACKFILLUNG WITH A WEDGE OF GRAVEL OR SOIL COMPACTED
TO A 4:1 SLOPE.

. THE FIRST FIVE PLASTIC DRUMS OF A TAPER SHALL BE MOUNTED WITH TYPE A LIGHTS.
. DISTANCES ARE A GUIDE AND MAY BE ADJUSTED IN THE FIELD BY THE ENGINEER.
. ACCESS TO SIDE STREETS SHALL BE MAINTAINED AT ALL TIMES, UNLESS OTHERWISE

NOTED OR APPROVED.

. MINIMUM LANE WIDTH IS TO BE 11 FEET UNLESS OTHERWISE SHOWN. MINIMUM LANE

WDTH TO BE MEASURED FROM THE OUTSIDE EDGE OF THE DRUMS OR OTHER TRAFFIC
CONTROL DEVICES.

. ALL SIGNS SHALL BE MOUNTED ON THEIR OWN STANDARD SIGN SUPPORTS.
. THE WORK ZONE SHALL BE SWEPT CLEAN AT THE END OF EACH WORK DAY. WATER

SHALL BE APPLIED TO THE TRENCH AS NEEDED TO CONTROL DUST.
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NOTE:

SEE TYPICAL MINOR ROAD ADVANCE
SIGNAGE DETAILS FOR PLACEMENT

OF SIGNS ON MINOR ROADS.

GENERAL NOTES

ALL CONSTRUCTION SIGNING, DRUMS, BARRICADES AND OTHER DEVICES SHALL
CONFORM WITH THE LATEST EDITION OF THE MANUAL ON UNIFORM TRAFFIC CONTROL
DEVICES (M.U.T.C.D.) AND ALL REVISIONS.

ALL SIGN LEGENDS, BORDERS AND MOUNTING SHALL BE IN ACCORDANCE WITH THE
M.U.T.C.D.

TEMPORARY CONSTRUCTION SIGNING AND ALL OTHER TRAFFIC CONTROL DEVICES SHALL
BE IN PLACE PRIOR TO THE START OF ANY WORK.

ALL DRUMS OR OTHER TRAFFIC CONTROL DEVICES SHALL BE SET @ 20° 0.C. MAX.
UNLESS OTHERWISE NOTED OR ADJUSTED BY THE FIELD ENGINEER.

ALL DRUMS SHALL BE APPROPRIATELY PLACED AND MOVED AS NECESSARY TO
MAINTAIN ADEQUATE ABUTTER ACCESS AT ALL TIMES. WORK MAY REQUIRE ADDITIONAL
SIGNS, DRUMS AND OTHER TRAFFIC CONTROL DEVICES, GRADING AND TEMPORARY
PAVEMENT FOR PASSAGE OF PEDESTRIAN, VEHICULAR AND EMERGENCY TRAFFIC
THROUGH THE WORK AREAS, BOTH DURING AND AFTER WORK HOURS TO MAINTAIN
SUCH ACCESS.

TEMPORARY CONSTRUCTION SIGNING, BARRICADES AND ALL OTHER NECESSARY WORK
ZONE TRAFFIC CONTROL DEVICES SHALL BE REMOVED FROM THE ROADWAY OR
COVERED WHEN THEY ARE NOT REQUIRED FOR CONTROL OF TRAFFIC.

THE CONTRACTOR SHALL NOTIFY EACH ABUTTER AT LEAST 48 HOURS IN ADVANCE OF
THE START OF ANY WORK THAT WILL REQUIRE THE TEMPORARY CLOSURE OF ACCESS,
SUCH AS EXISTING PAVEMENT EXCAVATION, TEMPORARY DRIVEWAY PLACEMENT AND
SIMILAR OPERATIONS.

THE CONTRACTOR SHALL NOTIFY THE TOWN OF BREWSTER POLICE, FIRE AND DPW AT
LEAST 48 HOURS IN ADVANCE OF LANE AND ROADWAY CLOSURES.

TEMPORARY NO PARKING SIGNS SHALL BE POSTED WITHIN CONSTRUCTION ZONE WHERE
PARKING RESTRICTIONS ARE REQUIRED AT LEAST 48 HOURS IN ADVANCE. ALL OTHER
PARKING REGULATION SIGNS CONFLICTING WITH THE TEMPORARY PARKING RESTRICTIONS
SHALL BE COVERED DURING CONSTRUCTION.

. THE WORK AREA SHALL BE BACKFILLED OR PLATED AT THE END OF EACH WORK

PERIOD AND ALL LANES RE-OPENED TO TRAFFIC DURING NON—WORKING HOURS.

. DETOURS FOR ROAD CLOSURES OR THROUGH TRAFFIC MAY BE NECESSARY. ALL

DETOURS SHALL BE COORDINATED AND APPROVED WITH THE APPROPRIATE LOCAL
AUTHORITIES.

. GRADE SEPARATIONS IN EXCESS OF 2 INCHES DURING NON-WORKING HOURS WILL

REQUIRE DELINEATION BY USE OF DRUMS.

. EXCAVATION EDGES IN EXCESS OF 4 INCHES DEEP SHALL BE PROTECTED DURING

NON—WORKING HOURS BY BACKFILLUNG WITH A WEDGE OF GRAVEL OR SOIL COMPACTED
TO A 4:1 SLOPE.

. THE FIRST FIVE PLASTIC DRUMS OF A TAPER SHALL BE MOUNTED WITH TYPE A LIGHTS.
. DISTANCES ARE A GUIDE AND MAY BE ADJUSTED IN THE FIELD BY THE ENGINEER.
. ACCESS TO SIDE STREETS SHALL BE MAINTAINED AT ALL TIMES, UNLESS OTHERWISE

NOTED OR APPROVED.

. MINIMUM LANE WIDTH IS TO BE 11 FEET UNLESS OTHERWISE SHOWN. MINIMUM LANE

WDTH TO BE MEASURED FROM THE OUTSIDE EDGE OF THE DRUMS OR OTHER TRAFFIC
CONTROL DEVICES.

. ALL SIGNS SHALL BE MOUNTED ON THEIR OWN STANDARD SIGN SUPPORTS.
. THE WORK ZONE SHALL BE SWEPT CLEAN AT THE END OF EACH WORK DAY. WATER

SHALL BE APPLIED TO THE TRENCH AS NEEDED TO CONTROL DUST.
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OTT-dNL

JIGNNN_ONIMYHA

{ R2-10e 7 R2-100 { w21-7
b w21-7 F R2-100 WORK ZONE } Ro-10e
SEE TYPICAL TRAFFIC
CONTROL DETAILS OR
SITE SPECIFIC PLANS FOR
200 300 SIGNAGE DETAILS 300 200
TYPICAL ADVANCE SIGNAGE TREATMENT
N.T.S.
OPERATIONAL SIGNING
TEMPORARY LANE CLOSURES SHOWN ARE FOR ROADWAY CONSTRUCTION. ALL
DRUMS AND SIGNS ARE SHOWN AS THEY SHOULD APPEAR DURING THE
WORKING DAY, OR WHILE OPERATING IN THE WORK ZONE. FOR WORK ON
OPPOSITE SIDES OF ROADWAY, REVERSE ALL SIGNING, DRUMS, AND TAPER
LENGTHS.
W"_
Wi3-1 W51
- CHANNELIZING DEVICE @ 20° o‘c‘\ 22' MIN. -
®© O] O] ®© O] O] O] ®© ®©
o 0 @ % o
CHANNELIZING DEVICE @ 15' 0.C. -> CHA B ch ->
\ 0] O] O] ® o] © O] ®© ®
© ®
®© o)
© 5]
Fws—1 Fwi-aL
WI3-1
500° 500' L2t 15’ WORK_AREA VARIES L2t 500 (TYP.) 500°
L=ws 2 L=TAPER LENGTH
x L= =
TYPICAL TWO WAY STREET LANE SHIFT 60  W=WIDTH OF ROADWAY TO BE SHIFTED OR REDIRECTED
N.T.S S=POSTED SPEED LIMIT
NOTE:
1) CENTERLINE CHANNELIZING DEVICES MAY BE OMITTED WHERE
PROHIBITED BY WDTH.
w20-76 w20-4 {
® CHANNELIZNG DEVICE © 20' 0.~ hand 11 M. ® see NoTE BELOW
L -

CHANNELIZING DEVICE @ 15’ O.C.

o E
N © E ©

NOTES:

1. THE MAXIMUM LENGTH OF THE ACTIVE WORK
ZONE SHALL NOT EXCEED 200 FEET. WORK
ZONES MAY BE REDUCED TO THE LENGTH OF
WORK THAT THE CONTRACTOR IS ABLE TO
COMPLETE DURING ONE WORK PERIOD.

TEMPORARY SIGNS

SIGN DESIGNATION LEGEND HEIGHT ~ WIDTH
WORK ZONES
R2-10 SPEEDING " -
N FINES 36 48
DOUBLED
END ROAD
R2-10e WORK 48" 36"
DOUBLE
FINES END
Wi-4L 36" 36"
W1-4R 36" 36"
AD
W51 NARROWS 36" 36"
W13-1 MPH. 24 24

W20—4 % 36
W20-7b 36 36"
w21-7 % 36"

NOTE:
ALL SIGNS TO BE BLACK LETTERING ON AN ORANGE BACKGROUND.

@—— CHANNELIZING DEVICE @ 15’ 0.C.
— ©
b wa0-4 F woo-7b LEGEND
% WORK ZONE
500’ 500" 50'-100" 100" WORK_AREA VARIES 100" 500" 500" (]
MAX.
® POLICE DETAIL
TYPICAL TWO WAY STREET LANE CLOSURE
N.T.S. |> CONSTRUCTION SIGN
NOTE: WORK THAT WILL DISRUPT EXISTING TRAFFIC PATTERNS WITHIN THE
EXISTING ROADWAYS (LANE REDUCTION, ETC.) SHALL ONLY BE DONE 1 TYPE Il BARRICADE
DURING OFF PEAK HOURS. NUMBERS AND LOCATION OF POLICE
DETAILS FOR WORK ZONE AND/OR DETOUR MANAGEMENT SHALL BE © CHANNELIZING DEVICE
DETERMINED BY THE ENGINEER ON A CASE BY CASE BASIS, AS WORK
PROGRESSES. = TRAFFIC FLOW DIRECTION
Draving Copyight 2016 NATIONAL GRID GAS
. 'S FASTERN SEGMENT CAPE
MAIN REPLACEMENT
TRAFFIC MANAGEMENT PLANS
e MADIR TYPICAL TRAFFIC CONTROL -1
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NOTES:

1. THE MAXIMUM LENGTH OF THE ACTIVE WORK
ZONE SHALL NOT EXCEED 200 FEET. WORK

50°-100 500 500 ZONES MAY BE REDUCED TO THE LENGTH OF
WORK THAT THE CONTRACTOR IS ABLE TO
COMPLETE DURING ONE WORK PERIOD.
MAJOR STREET w20-7b § w20-4 { —
<
I
> ® g m
®© 00 0 Omd O &
® ® 350' 5
o ° F ER x
2 TEMPORARY SIGNS
b wao-4 F w2076 © £
® SIGN DESIGNATION LEGEND HEIGHT ~ WIDTH
t ~
! , o ®
500 500 50'-100 ® R9-9 SIDEWALK 12 o
§ CLOSED
350
© W20-4 36" 36"
NOTES: ® 50100
1. URBAN SITUATION DEPICTED. THREE POLICE ®
OFFICERS MAY BE REQUIRED. ® 500 500
2. RURAL SITUATION — NOTE THAT ONE
POLICE OFFICER POSTITIONED IN THE W20-7b JO—
CENTER OF THE INTERSECTION IS 350° MAJOR STREET W20—7b 7{ W20—4 c/
SUFFICIENT WHEN LOW TRAFFIC VOLUMES
E o
EXIST. [ g <> ® )
3. SETUP MUST BE REMOVED BY END OF E g ® ® ® OmMe O ALL SIGNS TO BE BLACK LETTERING ON AN ORANGE BACKGROUND
WORK DAY. o« ~ ® ®
(o} ® Q
=z ® E
= b wao-4 £ w20-75 o]
©
350°
500' 500’ 50'-100' ®
<+
s
=
—ar
®
NOTES: ® 50'-100’
TYPICAL THREE—WAY INTERSECTION 1. URBAN SITUATION DEPICTED. THREE POLICE
N.T.S. OFFICERS MAY BE REQUIRED. D
2. RURAL SITUATION — NOTE THAT ONE
POLICE OFFICER POSTITIONED IN THE
CENTER OF THE INTERSECTION IS 350
SUFFICIENT WHEN LOW TRAFFIC VOLUMES -
EXIST. i <
<
3. SETUP MUST BE REMOVED BY END OF 5 g
WORK DAY. « -
o
TYPICAL FOUR—WAY INTERSECTION =
N.T.S.
350'
NOTES R9-9 R9-9 1
X Al s
. ADDITIONAL ADVANCE WARNING MAY BE NECESSARY. EXISTING SIDEWALK /PEDESTRI AN PATH i
CONTROLS ONLY FOR PEDESTRIAN TRAFFIC ARE SHOWN. VEHICULAR e
TRAFFIC SHOULD BE HANDLED AS SHOWN ELSEWHERE. I | LEGEND
IF THE WORK ZONE DOES NOT PERMIT PEDESTRIANS TO TRAVEL ADJACENT
TO IT AS SHOWN, PEDESTRIANS MAY BE REQUIRED TO CROSS TO THE T V. WORK ZONE
OPPOSITE SIDE OF THE STREET AS DIRECTED BY THE RESIDENT ENGINEER. / SHOULDER CLOSED
BYPASS IS TO BE USED IN CONJUNCTION WITH THE PROPOSED LANE EXISTING SIDEWALK ® POLICE DETAIL
CLOSURE DETAILS AND DURING CONSTRUCTION STAGING, AS DIRECTED BY
THE RESIDENT ENGINEER. |> CONSTRUCTION SIGN
TYPICAL SIDEWALK CLOSURE 1 TYPE Il BARRICADE
N.T.S. ® CHANNELIZING DEVICE
TRAFFIC FLOW DIRECTION
reving O 018 NATIONAL GRID CAS
. P EASTERN SEGMENT CAPE
MAIN REPLACEMENT
TRAFFIC MANAGEMENT PLANS
e WA D20 TYPICAL TRAFFIC CONTROL -2
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NORTH DENNIS ROAD % 350
- ., B
W20-7b
- W20-4
} g 41 / {
W20-4 w076 F - o100
et - 4
l © 70400 A1
o o - 71+00
NORTH MAN S7Rerr
NORTH MAIN ST/WHITES PATH
PHASE 1
\ GRAPHIC SCALE
30 15 0 30 60 90
#454
NORTH DENMIS RoAD 100" max 350
- l\«/"‘\@h_l 350°
- . M
— W20-7b
WQO’M woo—7o F ® o © M‘NJ o / 20~ 4y
2590 o ® Al -
70400 A7
©
® e o0 — 71400

NORTH MAIN ST/WHITES PATH

NORTH WAV STREET

NOTES:

1. THE MAXIMUM LENGTH OF THE ACTIVE WORK
ZONE SHALL NOT EXCEED 200 FEET. WORK
ZONES MAY BE REDUCED TO THE LENGTH OF
WORK THAT THE CONTRACTOR IS ABLE TO
COMPLETE DURING ONE WORK PERIOD.

TEMPORARY SIGNS

W20—4

G ) )

W20-5R CLOSED 30 24
AHEAD

W20-7b 36" 36"

NOTE:

ALL SIGNS TO BE BLACK LETTERING ON AN ORANGE BACKGROUND.
WORK ZONE
POLICE DETAIL
CONSTRUCTION SIGN

TYPE Il BARRICADE

CHANNELIZING DEVICE

@“—F@Q
‘ \

PHASE 2
TRAFFIC FLOW DIRECTION
GRAPHIC SCALE
30 15 0 30 60 90 DIRECTION OF ONE WAY STREETS
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NOTES:

1. THE MAXIMUM LENGTH OF THE ACTIVE WORK
ZONE SHALL NOT EXCEED 200 FEET. WORK
ZONES MAY BE REDUCED TO THE LENGTH OF
WORK THAT THE CONTRACTOR IS ABLE TO
COMPLETE DURING ONE WORK PERIOD.

TEMPORARY SIGNS

55%1//
#423 SIGN DESIGNATION LEGEND HEIGHT ~ WIDTH
350° 350°
[ A\ /\/T
| W20-4 36" 36
/ W20-7b 4 W20-4
[0}
Al Al Al
- Al 128+00 HIGHBANK ROAD 129+00 130400
127+00
- W20-7b 36" 36"
#AQl
HIGHBANK RD/GREAT WESTERN RD
PHASE 1
#42
GRAPHIC SCALE
30 15 0 30 60 90
=
s
o
P}
)5{‘17/
#423
100'~150" BUFFER 100" MAX ‘ 350° ‘ 350° |
\ - W20-7b 5/ W20—4 i NOTE:
® @ A1 Al A1 ALL SIGNS TO BE BLACK LETTERING ON AN ORANGE BACKGROUND.
o @ Al P 128+00 HIGHBANK ROAD 129+00 130+00
a0 © 127+00
R — LEGEND
MIN
B 77
0 ® POLICE DETAIL
Vs A
HBPN‘( ? wo0-7b b CONSTRUCTION SIGN
Ho
: TYPE Ill BARRICADE
W20-4
t HIGH BANK RD/GREAT WESTERN RD ® CHANNELIZING DEVICE
PHASE 2
\ #42 — TRAFFIC FLOW DIRECTION
GRAPHIC SCALE
30 15 0 30 60 90 DIRECTION OF ONE-WAY STREETS
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NOTES:

1. THE MAXIMUM LENGTH OF THE ACTIVE WORK
ZONE SHALL NOT EXCEED 200 FEET. WORK
ZONES MAY BE REDUCED TO THE LENGTH OF
WORK THAT THE CONTRACTOR IS ABLE TO
COMPLETE DURING ONE WORK PERIOD.

TEMPORARY SIGNS

#423 SIGN DESIGNATION ~ LEGEND HEIGHT ~ WIDTH
350' 350°
\ /\/l . .
| l W20—4 36 36
W20-7b W20-4
{ {
Al Al Al
i o 128+00 HIGHBANK ROAD <= 159,09 130400
T o ®
ﬁ:‘ © oo - W20-7b %" 36"
| oo wax, |
HIGH BANK RD/GREAT WESTERN RD
PHASE 3 4425

GRAPHIC SCALE
30 15 0 30 60 90

122

NOTE:
ALL SIGNS TO BE BLACK LETTERING ON AN ORANGE BACKGROUND.

LEGEND

WORK ZONE

3
\

POLICE DETAIL

CONSTRUCTION SIGN

TYPE Ill BARRICADE

CHANNELIZING DEVICE

TRAFFIC FLOW DIRECTION

®
b
|
©
-

DIRECTION OF ONE-WAY STREETS
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1. THE MAXIMUM LENGTH OF THE ACTIVE WORK
ZONE SHALL NOT EXCEED 200 FEET. WORK
o l 1 ZONES MAY BE REDUCED TO THE LENGTH OF
sy WORK THAT THE CONTRACTOR IS ABLE TO
i - COMPLETE DURING ONE WORK PERIOD.
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& S
o,
3
1 o
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3 . t TEMPORARY SIGNS
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II / 4 W20-7b
000000° er —— W20-4 36" 36"
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N
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o )
é
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N
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PHASE 1
GRAPHIC SCALE
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2 _ 100'-150" BUFFER o
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1
o o ®®®
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A0 155400 NOTE:
—_ ALL SIGNS TO BE BLACK LETTERING ON AN ORANGE BACKGROUND.
m WORK ZONE
® POLICE DETAIL
}: CONSTRUCTION SIGN
E| TYPE IIl BARRICADE
5 HIGHBANK RD/ MAIN ST ® CHANNELIZING DEVICE
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W20-4 5 —_ TRAFFIC FLOW DIRECTION
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{L 1. THE MAXIMUM LENGTH OF THE ACTIVE WORK
\§$ ZONE SHALL NOT EXCEED 200 FEET. WORK
('Q ZONES MAY BE REDUCED TO THE LENGTH OF
Q WORK THAT THE CONTRACTOR IS ABLE TO
QQQ/ COMPLETE DURING ONE WORK PERIOD.
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NOTES:

1. THE MAXIMUM LENGTH OF THE ACTIVE WORK
ZONE SHALL NOT EXCEED 200 FEET. WORK
ZONES MAY BE REDUCED TO THE LENGTH OF
WORK THAT THE CONTRACTOR IS ABLE TO
COMPLETE DURING ONE WORK PERIOD.

SIDEWALKS OR CROSSWALKS ADJACENT TO THE
WORK ZONE SHALL NOT BE OBSTRUCTED OR
CLOSED AT ANY GIVEN TIME WITHOUT
ALTERNATIVE PEDESTRIAN ACCOMMODATIONS
PROVIDED. A TEMPORARY WHEELCHAIR RAMP
SHALL BE PROVIDED AS NECESSARY TO
ACCESS STREET LEVEL.

TEMPORARY SIGNS
SIGN DESIGNATION ~ LEGEND HEIGHT ~ WIDTH

RIGHT LANE]|

R3-7R 36" 36"

[TURN RIGHT]|

W4-7L 36"

W20-7b 36" 36"

NOTE:

ALL SIGNS TO BE BLACK LETTERING ON AN ORANGE BACKGROUND
EXCEPT R3-7R SIGN WHICH IS TO BE BLACK LETTERING ON A WHITE
BACKGROUND.
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1. THE MAXIMUM LENGTH OF THE ACTIVE WORK
) x ‘ ZONE SHALL NOT EXCEED 200 FEET. WORK
=3 ZONES MAY BE REDUCED TO THE LENGTH OF
WORK THAT THE CONTRACTOR IS ABLE TO
752 COMPLETE DURING ONE WORK PERIOD.
>
W20-7b
#) o
s 350
=3
o
* W20-4
\ W20-7b
1 TEMPORARY SIGNS
Al SIGN_DESIGNATION LEGEND HEIGHT ~ WIDTH
SATUCKET ROAD — 3974
- BARNSTABLE COUNTY LAYOUT 1929 (50° WIDE)
® 0 6 606 0 00
— 0P ©
o W20-4 36" 36"
wao-4 F wao-76F E
. . , E &~
350 350 100" MAX
| A A A
W20-7b 36" 36"
SLOUGH RD & SATUCKET RD
PHASE 1
GRAPHIC SCALE
30 15 0 30 60 90
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o
Eooah
W20-7b
s
o o
(52}
=1
v
SATUCKET ROAD
BARNSTABLE COUNTY LAYOUT 1929 (50° WOE)
—
wao—4 b wao-76 f
‘ 350 ‘ 350' NOTE:
w w ALL SIGNS TO BE BLACK LETTERING ON AN ORANGE BACKGROUND.
LEGEND
m WORK ZONE
® POLICE DETAIL
}: CONSTRUCTION SIGN
: TYPE Ill BARRICADE
SLOUGH RD & SATUCKET RD ® CHANNELIZING DEVICE
PHASE 2
- TRAFFIC FLOW DIRECTION
GRAPHIC SCALE
30 15 0 30 60 DIRECTION OF ONE-WAY STREETS
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SATUCKET RD & STONY BROOK RD

PHASE 1

GRAPHIC SCALE

30 15 0 30 60 90

350

NOTES:

1. THE MAXIMUM LENGTH OF THE ACTIVE WORK
ZONE SHALL NOT EXCEED 200 FEET. WORK
ZONES MAY BE REDUCED TO THE LENGTH OF
WORK THAT THE CONTRACTOR IS ABLE TO
COMPLETE DURING ONE WORK PERIOD.

TEMPORARY SIGNS

SIGN_DESIGNATION LEGEND HEIGHT ~ WIDTH
W20-4 36" 36"
W20-7b 36" 36"

—~ W20-4
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#85

— W20-
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<>
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© >
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MIN

SATUCKET

RD & STONY BROOK RD

30 15 0

PHASE 2

GRAPHIC SCALE
30 60 90

NOTE:
ALL SIGNS TO BE BLACK LETTERING ON AN ORANGE BACKGROUND.
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POLICE DETAIL

CONSTRUCTION SIGN

TYPE Ill BARRICADE

CHANNELIZING DEVICE
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MASSACHUSETTS STATE
PLANE COORDINATE SYSTEM
(NAD 83, GPS
DERIVED)

PROPOSED GAS
MAIN UTILITY WORK

NOTE:

SEE TYPICAL MINOR ROAD ADVANCE
SIGNAGE DETAILS FOR PLACEMENT
OF SIGNS ON MINOR ROADS.

CHA Project No. 29927

EASTERN HARWICH

ADVANCE WARNING PLAN

GRAPHIC SCALE

TEMPORARY SIGNS

SIGN DESIGNATION ~ LEGEND ~ HEIGHT ~WIDTH

R2-10a

R2-10e

w21-7

WORK ZONES

SPEEDING
FINES
DOUBLED

36" 48"

END ROAD
WORK 48" 36"
DOUBLE

FINES END

36" 36"

NOTE:
ALL SIGNS TO BE BLACK LETTERING ON AN
ORANGE OR WHITE BACKGROUND PER

MUTCD.

LEGEND

WORK ZONE,

PROPOSED GAS MAIN

TEMPORARY SIGN

300

4 wW21-7

MINOR ROAD

MAJOR ROAD (GAS MAIN ROUTE)

HOLMES

MINOR

ROADS
CAPTAIN BEARSE RD

RD

OLD HERITAGE WAY

ALEXANDER

S CHASE

SPENCES TER
SOMERSET RD

TYPICAL MINOR ROAD

AUSTON RD
BAY RD
OLD CARRIAGE DR
WILLIAM SBURG AVE
HUCKLEBERRY PATH

ADVANCE SIGNAGE DETAIL

GENERAL NOTES

ALL CONSTRUCTION SIGNING, DRUMS, BARRICADES AND OTHER DEVICES SHALL
CONFORM WITH THE LATEST EDITION OF THE MANUAL ON UNIFORM TRAFFIC CONTROL
DEVICES (M.U.T.C.D.) AND ALL REVISIONS.

ALL SIGN LEGENDS, BORDERS AND MOUNTING SHALL BE IN ACCORDANCE WITH THE
M.U.T.C.D.

TEMPORARY CONSTRUCTION SIGNING AND ALL OTHER TRAFFIC CONTROL DEVICES SHALL
BE IN PLACE PRIOR TO THE START OF ANY WORK.

ALL DRUMS OR OTHER TRAFFIC CONTROL DEVICES SHALL BE SET @ 20° 0.C. MAX.
UNLESS OTHERWISE NOTED OR ADJUSTED BY THE FIELD ENGINEER.

ALL DRUMS SHALL BE APPROPRIATELY PLACED AND MOVED AS NECESSARY TO
MAINTAIN ADEQUATE ABUTTER ACCESS AT ALL TIMES. WORK MAY REQUIRE ADDITIONAL
SIGNS, DRUMS AND OTHER TRAFFIC CONTROL DEVICES, GRADING AND TEMPORARY
PAVEMENT FOR PASSAGE OF PEDESTRIAN, VEHICULAR AND EMERGENCY TRAFFIC
THROUGH THE WORK AREAS, BOTH DURING AND AFTER WORK HOURS TO MAINTAIN
SUCH ACCESS.

TEMPORARY CONSTRUCTION SIGNING, BARRICADES AND ALL OTHER NECESSARY WORK
ZONE TRAFFIC CONTROL DEVICES SHALL BE REMOVED FROM THE ROADWAY OR
COVERED WHEN THEY ARE NOT REQUIRED FOR CONTROL OF TRAFFIC.

THE CONTRACTOR SHALL NOTIFY EACH ABUTTER AT LEAST 48 HOURS IN ADVANCE OF
THE START OF ANY WORK THAT WILL REQUIRE THE TEMPORARY CLOSURE OF ACCESS,
SUCH AS EXISTING PAVEMENT EXCAVATION, TEMPORARY DRIVEWAY PLACEMENT AND
SIMILAR OPERATIONS.

THE CONTRACTOR SHALL NOTIFY THE TOWN OF HARWICH POLICE, FIRE AND DPW AT
LEAST 72 HOURS IN ADVANCE OF LANE AND ROADWAY CLOSURES.

TEMPORARY NO PARKING SIGNS SHALL BE POSTED WITHIN CONSTRUCTION ZONE WHERE
PARKING RESTRICTIONS ARE REQUIRED AT LEAST 48 HOURS IN ADVANCE. ALL OTHER
PARKING REGULATION SIGNS CONFLICTING WITH THE TEMPORARY PARKING RESTRICTIONS
SHALL BE COVERED DURING CONSTRUCTION.

. THE WORK AREA SHALL BE BACKFILLED OR PLATED AT THE END OF EACH WORK

PERIOD AND ALL LANES RE-OPENED TO TRAFFIC DURING NON—WORKING HOURS.

. DETOURS FOR ROAD CLOSURES OR THROUGH TRAFFIC MAY BE NECESSARY. ALL

DETOURS SHALL BE COORDINATED AND APPROVED WITH THE APPROPRIATE LOCAL
AUTHORITIES.

. GRADE SEPARATIONS IN EXCESS OF 2 INCHES DURING NON-WORKING HOURS WILL

REQUIRE DELINEATION BY USE OF DRUMS.

. EXCAVATION EDGES IN EXCESS OF 4 INCHES DEEP SHALL BE PROTECTED DURING

NON—WORKING HOURS BY BACKFILLUNG WITH A WEDGE OF GRAVEL OR SOIL COMPACTED
TO A 4:1 SLOPE.

. THE FIRST FIVE PLASTIC DRUMS OF A TAPER SHALL BE MOUNTED WITH TYPE A LIGHTS.
. DISTANCES ARE A GUIDE AND MAY BE ADJUSTED IN THE FIELD BY THE ENGINEER.
. ACCESS TO SIDE STREETS SHALL BE MAINTAINED AT ALL TIMES, UNLESS OTHERWISE

NOTED OR APPROVED.

. MINIMUM LANE WIDTH IS TO BE 11 FEET UNLESS OTHERWISE SHOWN. MINIMUM LANE

WDTH TO BE MEASURED FROM THE OUTSIDE EDGE OF THE DRUMS OR OTHER TRAFFIC
CONTROL DEVICES.

. ALL SIGNS SHALL BE MOUNTED ON THEIR OWN STANDARD SIGN SUPPORTS.
. THE WORK ZONE SHALL BE SWEPT CLEAN AT THE END OF EACH WORK DAY. WATER

SHALL BE APPLIED TO THE TRENCH AS NEEDED TO CONTROL DUST.
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NOTES:

1.

THE MAXIMUM LENGTH OF THE ACTIVE WORK
ZONE SHALL NOT EXCEED 200 FEET. WORK
ZONES MAY BE REDUCED TO THE LENGTH OF
WORK THAT THE CONTRACTOR IS ABLE TO

COMPLETE DURING ONE WORK PERIOD.
{ R2-10e 7 R2-100 { w21-7
TEMPORARY SIGNS
SIGN DESIGNATION EGEND HEIGHT ~ WIDTH
b wai-7 } Ro-100 WORK™ ZGNE  R2-10e WORK ZONES
SEE TYPICAL TRAFFIC R2—100 sPEEDING o
CONTROL DETAILS OR ohiNEsS |
SITE SPECIFIC PLANS FOR
200 300° SIGNAGE_DETAILS 300 200
END ROAD
R2-10e WORK 48" 36"
TYPICAL ADVANCE SIGNAGE TREATMENT DouBLE
N . T S FINES END
Wi-4L 3% 36
OPERATIONAL SIGNING
TEMPORARY LANE CLOSURES SHOWN ARE FOR ROADWAY CONSTRUCTION. ALL
DRUMS AND SIGNS ARE SHOWN AS THEY SHOULD APPEAR DURING THE
WORKING DAY, OR WHILE OPERATING IN THE WORK ZONE. FOR WORK ON
OPPOSITE SIDES OF ROADWAY, REVERSE ALL SIGNING, DRUMS, AND TAPER
LENGTHS. .
WI-4R 36" 36
W‘]_
Wi3-1 W51
- CHANNELIZING DEVICE @ 20 O.C. 22 MIN - AD . .
\ - W5—1 NARROWS 36 36
® © O] © © © © O] © © ®
o) o}
CHANNELIZING DEVICE @ 15' 0.C. -> CHA 20 ch —->
\ ® 0] O] O] ® o] ®© o] O] © o
W13—1 2w o
9] ® M.P.H.
© ©
Fws—1 Fwi-aL
Wi3-1
. . W20-4 3% 36
500 500 L/2 15’ WORK_AREA VARIES L2 500 (TYP.) 500°
L=ws 2 L=TAPER LENGTH
x L= =
TYPICAL TWO WAY STREET LANE SHIFT 60  W=WIDTH OF ROADWAY TO BE SHIFTED OR REDIRECTED
N.T.S S=POSTED SPEED LIMIT
W20-7b 36" 36
NOTE:
1) CENTERLINE CHANNELIZING DEVICES MAY BE OMITTED WHERE
PROHIBITED BY WIDTH.
w21-7 % 36
w20-76 w20-4 NOTE:
. ALL SIGNS TO BE BLACK LETTERING ON AN ORANGE BACKGROUND.
® CHANNELIZING DEVICE @ 20’ oL > 11 M. ® see NoTe BELOW
L 4 “

CHANNELIZING DEVICE @ 15’ O.C.

o E
N © E ©

@—— CHANNELIZING DEVICE @ 15’ 0.C.
— ©
b wa0-4 F woo-7b LEGEND
7 WORK ZONE
500’ 500" 50'-100" 100" WORK_AREA VARIES 100" 500" 500" (]
MAX.
® POLICE DETAIL
TYPICAL TWO WAY STREET LANE CLOSURE
N.T.S. |> CONSTRUCTION SIGN
NOTE: WORK THAT WILL DISRUPT EXISTING TRAFFIC PATTERNS WITHIN THE
EXISTING ROADWAYS (LANE REDUCTION, ETC.) SHALL ONLY BE DONE 1 TYPE lll BARRICADE
DURING OFF PEAK HOURS. NUMBERS AND LOCATION OF POLICE
DETAILS FOR WORK ZONE AND/OR DETOUR MANAGEMENT SHALL BE © CHANNELIZING DEVICE
DETERMINED BY THE ENGINEER ON A CASE BY CASE BASIS, AS WORK
PROGRESSES. = TRAFFIC FLOW DIRECTION
Draing CopmaHt@ 2016 NATIONAL GRID GAS
. ¢ EASTERN SEGMENT CAPE
MAIN REPLACEMENT
TRAFFIC MANAGEMENT PLANS
emeeh MA D206 TYPICAL TRAFFIC CONTROL -1
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NOTES:

1. THE MAXIMUM LENGTH OF THE ACTIVE WORK
ZONE SHALL NOT EXCEED 200 FEET. WORK

50°-100 500 500 ZONES MAY BE REDUCED TO THE LENGTH OF
WORK THAT THE CONTRACTOR IS ABLE TO
COMPLETE DURING ONE WORK PERIOD.
MAJOR STREET w20-7b § w20-4 { —
<
I
> ® g m
®© 00 0 Omd O &
® ® 350' 5
o ° F ER x
2 TEMPORARY SIGNS
b wao-4 F w2076 © £
® SIGN DESIGNATION LEGEND HEIGHT ~ WIDTH
t ~
! , o ®
500 500 50'-100 ® R9-9 SIDEWALK 12 o
§ CLOSED
350
© W20-4 36" 36"
NOTES: ® 50100
1. URBAN SITUATION DEPICTED. THREE POLICE ®
OFFICERS MAY BE REQUIRED. ® 500 500
2. RURAL SITUATION — NOTE THAT ONE
POLICE OFFICER POSTITIONED IN THE W20-7b JO—
CENTER OF THE INTERSECTION IS 350° MAJOR STREET W20—7b 7{ W20—4 c/
SUFFICIENT WHEN LOW TRAFFIC VOLUMES
E o
EXIST. [ g <> ® )
3. SETUP MUST BE REMOVED BY END OF E g ® ® ® OmMe O ALL SIGNS TO BE BLACK LETTERING ON AN ORANGE BACKGROUND
WORK DAY. o« ~ ® ®
(o} ® Q
=z ® E
= b wao-4 £ w20-75 o]
©
350°
500' 500’ 50'-100' ®
<+
s
=
—ar
®
NOTES: ® 50'-100’
TYPICAL THREE—WAY INTERSECTION 1. URBAN SITUATION DEPICTED. THREE POLICE
N.T.S. OFFICERS MAY BE REQUIRED. D
2. RURAL SITUATION — NOTE THAT ONE
POLICE OFFICER POSTITIONED IN THE
CENTER OF THE INTERSECTION IS 350
SUFFICIENT WHEN LOW TRAFFIC VOLUMES -
EXIST. i <
<
3. SETUP MUST BE REMOVED BY END OF 5 g
WORK DAY. « -
o
TYPICAL FOUR—WAY INTERSECTION =
N.T.S.
350'
NOTES R9-9 R9-9 1
X Al s
. ADDITIONAL ADVANCE WARNING MAY BE NECESSARY. EXISTING SIDEWALK /PEDESTRI AN PATH i
CONTROLS ONLY FOR PEDESTRIAN TRAFFIC ARE SHOWN. VEHICULAR e
TRAFFIC SHOULD BE HANDLED AS SHOWN ELSEWHERE. I | LEGEND
IF THE WORK ZONE DOES NOT PERMIT PEDESTRIANS TO TRAVEL ADJACENT
TO IT AS SHOWN, PEDESTRIANS MAY BE REQUIRED TO CROSS TO THE T V. WORK ZONE
OPPOSITE SIDE OF THE STREET AS DIRECTED BY THE RESIDENT ENGINEER. / SHOULDER CLOSED
BYPASS IS TO BE USED IN CONJUNCTION WITH THE PROPOSED LANE EXISTING SIDEWALK ® POLICE DETAIL
CLOSURE DETAILS AND DURING CONSTRUCTION STAGING, AS DIRECTED BY
THE RESIDENT ENGINEER. |> CONSTRUCTION SIGN
TYPICAL SIDEWALK CLOSURE 1 TYPE Il BARRICADE
N.T.S. ® CHANNELIZING DEVICE
TRAFFIC FLOW DIRECTION
reving O 018 NATIONAL GRID CAS
. P EASTERN SEGMENT CAPE
MAIN REPLACEMENT
TRAFFIC MANAGEMENT PLANS
e WA D20 TYPICAL TRAFFIC CONTROL -2
781.982.5400 - www.chacompanles.com
04/15/2016|ISSUED _FOR_PERMITTING ACV_| RAC | 4CV_| JGM_| wwssmonaen auteesnon o soomon Drawn ACV Date 04/15/2016 Scale AS NOTED CAD FILE NAVE SEQUENCE No. DRAVWING NUMBER
Wo|  Date Revision By | chkd. | Engr.| Supv. | seucsaie stae sn/on LocaL Lans Chkd. RAC Design Engr. Acv Design Supy. JoM | ZeqtT THE Core TMP-303




70E-dIN L

JIGNNN_ONIMYHA

NOTES:

1. THE MAXIMUM LENGTH OF THE ACTIVE WORK
ZONE SHALL NOT EXCEED 200 FEET. WORK
ZONES MAY BE REDUCED TO THE LENGTH OF

2. WORK THAT THE CONTRACTOR IS ABLE TO
Z7 COMPLETE DURING ONE WORK PERIOD.
-2 2. SEE MID-CAPE MAIN REPLACEMENT TRAFFIC
o = 52 MANAGEMENT PLANS FOR PHASE 1 TRAFFIC
& 0% 2C CONTROL ON QUEEN ANNE ROAD AT
SEE PHASE 2 35 2% ORLEANS—HARWICH ROAD.
Zz o >4
DETOUR PLAN Gt s
BELOW X iS22 "
3 e TEMPORARY SIGNS
. ¥\ 9%
@\() 2 SIGN DESIGNATION LEGEND HEIGHT ~ WIDTH
Y\\>\ M1-5 39 247 24"
/
$C) M3-3 120 o
M4-8 12" 24
M4—8a 18" 24
M4-10L 18 48"
M5-1R 15" 21"
H ROAD M5-1L 152"
g ~ H o .\ M6-1R 15" 2
@
QUEEN ANNE RD & ORLEANS LEAN q /@Q\/
HARWICH RD—PHASE 2 OR Y M6-1L 150 o1
o W20-7b
GRAPHIC SCALE \
4 20 0 40 80 120 W51 ROAD ) )
e ‘ R11-2 CLOSED 30 48
&
7
%fo
”Pf % ST m§:§ R11-30 30" 48"
Az Mi-5
oty M5—1L 2
) / > =
R11-3a—0 /M-8 e
M4—10L\:\ M3-3 _ 3%
» E era W5-1 36" 36"
2 22
M- r/\"\ 0l
29 %
0=
w <>
45
_ = W20-7b 3% 36"

FOR DETAIL
SEE PHASE 2
PLAN ABOVE

QUEEN ANNE ROAD

OLD QUEEN ANNE ROAD

NOTE:

ALL SIGNS TO BE BLACK LETTERING ON AN ORANGE BACKGROUND
EXCEPT FOR R11-2, R11-3q, M1-5, M5-1(L/R), M6-1(L/R), M3-3
SIGNS WHICH ARE TO BE BLACK LETTERING ON A WHITE BACKGROUND.

LEGEND

WORK ZONE
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1. THE MAXIMUM LENGTH OF THE ACTIVE WORK
ZONE SHALL NOT EXCEED 200 FEET. WORK
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ZONES MAY BE REDUCED TO THE LENGTH OF
WORK THAT THE CONTRACTOR IS ABLE TO
COMPLETE DURING ONE WORK PERIOD.

2. CROSSWALKS ADJACENT TO THE WORK ZONE
SHALL NOT BE OBSTRUCTED OR CLOSED AT
ANY GIVEN TIME WITHOUT ALTERNATIVE
PEDESTRIAN ACCOMMODATIONS PROVIDED. A
TEMPORARY WCR SHALL BE PROVIDED AS
NECESSARY.

3. THE LEFT TURN LANE ON BREWSTER CHATHAM
ROAD NORTHBOUND APPROACH SHALL BE
CLOSED OFF DURING PHASE 1 TO ALLOW FOR
TRUCK TURNS FROM ORLEANS—HARWICH ROAD.

W5-1

W20-7p

500"
CHATHA,
//?0(/7_{ /‘_77/ o0

TEMPORARY SIGNS
SIGN DESIGNATION ~ LEGEND HEIGHT ~ WIDTH

EREWS T

ROAD
W5-1 QVARROWS 36" 36"

500

el
T
&
=

500

W20-7b 36" 36"

ORLEANS — HARWICH ROAD - .
(ROUTE 39) Re-10 %EI 2 o

W20-5L 36" 36"

29, ‘+00
2

AZ Az o o & o g

288+00

| ‘ JIZ4 ORLEANS — HARWICH ROAD
00 OUTE 39)
A | meJ//” R (R

CONTINUED LEFT

500’
A\

W5—1 ——— ~

W20-7b——— ~~
@
—
(o]

0]

0]

g >,

S

Q NOTE:

% o ALL SIGNS TO BE BLACK LETTERING ON AN ORANGE BACKGROUND

\, EXCEPT R9-10 WHICH IS TO BE BLACK LETTERING ON WHITE
BACKGROUND.

LEGEND

WORK ZONE

POLICE DETAIL

W20~
0~7b CONSTRUCTION SIGN

RTE 137 & ORLEANS HARWICH RD
PHASE 1 °

TYPE Il BARRICADE

005

CHANNELIZING DEVICE

GRAPHIC SCALE
30 15 ] 30 60 90 °
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NOTES:

1. THE MAXIMUM LENGTH OF THE ACTIVE WORK
ZONE SHALL NOT EXCEED 200 FEET. WORK
ZONES MAY BE REDUCED TO THE LENGTH OF
WORK THAT THE CONTRACTOR IS ABLE TO
COMPLETE DURING ONE WORK PERIOD.

3K 2. CROSSWALKS ADJACENT TO THE WORK ZONE
SHALL NOT BE OBSTRUCTED OR CLOSED AT
ANY GIVEN TIME WITHOUT ALTERNATIVE
PEDESTRIAN ACCOMMODATIONS PROVIDED. A
TEMPORARY WCR SHALL BE PROVIDED AS
NECESSARY.

3. EXISTING LEFT TURN DESIGNATION SIGNS ON
BREWSTER—CHATHAM ROAD SHALL BE COVERED
AS REQUIRED WHEN TRAFFIC CONTROL PLAN IS
ACTIVE.

TEMPORARY SIGNS
SICN DESIGNATION ~ LEGEND HEIGHT  WIDTH

W4-7R 36" 36"

W51 36" 36"
W20-7b 36" 36"
R4-7R 30" 24
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NOTE:

ALL SIGNS TO BE BLACK LETTERING ON AN ORANGE BACKGROUND.
EXCEPT FRO R4—7R WHICH IS TO BE BLACK LETTERING ON WHITE
BACKGROUND.
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