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SOLID STATE LIGHTING
EXTERIOR ARCHITECTURAL 

LED LINEAR LIGHTING

SEE ORDERING INFORMATION ON PAGE 2

RoHS
COMPLIANT

5 Year 
Limited 

Warranty

        7°         15°              30°                      45°                                             100°

OPTICS

CES Mount

ITEM SPECIFICATION

OPTICS BEAM ANGLES 7°, 15°, 30°, 45°, 100°

COLOR TEMPERATURES 2700 K, 3500 K, 4000 K, Static Red, Static Green, Static Blue, Static Amber

OUTPUT

 - TOTAL POWER 
   CONSUMPTION (W/ft)

 - LUMENS

 - EFFICACY (lm/W)

 - CRI
 
 - MAX CANDELA (CD / m2)

(3.5W/��������	�
		��
current ASHRAE 
requirements)

��������	���
����
��
��������������

FIXTURE WATTAGE
(TOTAL WATTAGE)

OPTICS LUMENS EFFICACY CRI MAX CANDELA

12011
6202
3559
1423
522

19283
9518
5461
2184
880

38245
18877
10832
4332
1706

54636
26968
15475
6189

3.5 (4.1 W/ft)
3.5 (4.1 W/ft)
3.5 (4.1 W/ft)
3.5 (4.1 W/ft)
3.5 (4.1 W/ft)
   6 (7.4 W/ft)
   6 (7.4 W/ft)
   6 (7.4 W/ft)
   6 (7.4 W/ft)
   6 (7.9 W/ft)
12 (14.2 W/ft)
12 (14.2 W/ft)
12 (14.2 W/ft)
12 (14.2 W/ft)
12 (16.4 W/ft)
17 (21.3 W/ft)
17 (21.3 W/ft)
17 (21.3 W/ft)
17 (21.3 W/ft)

7°
15°
30°
45°

100°
7°

15°
30°
45°

100°
7°

15°
30°
45°

100°
7°

15°
30°
45°

1079
  971
  987
  925
1296
1650
1489
1515
1419
2433
3272
2954
3004
2814
4592
4674
4220
4292
4020

66 lm/W
60 lm/W
61 lm/W
57 lm/W
79 lm/W
56 lm/W
50 lm/W
51 lm/W
48 lm/W
77 lm/W
54 lm/W
52 lm/W
53 lm/W
50 lm/W
70 lm/W
55 lm/W
50 lm/W
51 lm/W
48 lm/W

82
82
82
82
82
82
82
82
82
82
82
82
82
82
82
82
82
82
82

LUMEN MAINTENANCE White:  75,000 hrs L70

ELECTRICAL INPUT VOLTAGE 120V to 277V
- MEDLEY X:  Remote Power Supply

CONTROL DMX Ready

PHYSICAL

DIMENSIONS
(HEIGHT X WIDTH)

MEDLEY X:  3-1/4" X 3-1/4"

HOUSING �
�
���
�	��������������������
�
���
�	�������������	������	��������

LENS MEDLEY X:  Tempered glass

OPERATING TEMPERATURE -20° C to 40° C

CERTIFICATION CERTIFICATION MEDLEY X is ETL approved for wet locations. 
MEDLEY X with remote power supply are ETL approved Class 1

WARRANTY 5 YEAR Limited

All MEDLEY® products are tested to IES LM-79, LM-80 and ANSI C78.377A standards

MEDLEY® X
REMOTE POWER

ACTIVE WHITE LIGHT, STATIC WHITE, STATIC COLORS & DIMMING
SPECIFICATION

FALMOUTH SPRINGHILL SUITES SIGN LIGHT
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SOLID STATE LIGHTING
EXTERIOR ARCHITECTURAL 

LED LINEAR LIGHTING

STEP 2 – REMOTE RPS POWER SUPPLIES, WET LOCATION - FOR WHITE LIGHT AND STATIC COLORS - ORDER SEPARATELY

POWER SUPPLIES WHITE LIGHT & STATIC COLORS (NON-DIMMING) DIMMING POWER SUPPLIES (0 -10V) - WHITE LIGHT

CATALOG # WATTAGE CATALOG # WATTAGE

RPS/96/PWR/WET (1)-96W POWER SUPPLY (120V-277V), WET LOCATION RPS/96/DIM/WET (1)-96W DIMMING POWER SUPPLY (120-277V), WET LOCATION

RPS/100/PWR/WET (1)-100W POWER SUPPLY (120V-277V), WET LOCATION

��������������������������������!�"���$%"�$�'�*"�$"'%��+�$��$����%����'.�.������".��3��457�5�����7����$���"��8�:�����3���"��";��%"�"%$�!<��
�������������=������%$�%�"'.�%"���>!�%"�����?�$����'��+����"���%�'�"%���"%���!�����"��$��"'%�<

ORDERING EXAMPLE:  RPS / 100 / PWR / WET

STEP 1 – SELECT FIXTURE

PREFIX WATTAGE
WATTS /FT

COLOR 
TEMPS

OR COLORS

OPTICS LIGHT 
DIRECTION

MOUNTING FIXTURE
LENGTH

WIRING METHOD FINISH OPTIONS

MX

MEDLEY 
X SERIES

STATIC WHITE LIGHT U = Up

D = Down

CES = Close End 

SMS = Surface Mount 

EAS-X �����	��	����
��
����
	�������	�*

EAM-X �����	��	����

��
���
	�������	�����*

PNS-X = Pendant 
����
	�������	�*

PNM-X = Pendant
��
���
	�������	�����*

* X = Arm or pendant 
         length
  
* See Canopy Options 
   on mounting & 
   dimension pages

7$';���
=$������

12"
24"
36"
�8Z

=���
����$����
�������
��'�+

���%$�!�
'��$'"��

��'���';�3�
$'�����

REMOTE 
POWER SUPPLY

REM = Remote power supply

!�Remote power supplies 
   must be ordered separately. 
   See 7��5�[�>����. 

TW
#	����	��$���	

TBL
#	����	��%
��'

TBR
#	����	��%���+	

TN
#	����	��;�����


TS
#	����	��
Sandstone

CC
Custom Color 

#

#

Contact 
factory,

 additional 
charges will 

apply

LV = Louver

CRF = Corrosion 
Resistant Finish 

CRF is recommended 
����������
����	���	
	�
	��	�����	�<����
	���

See Canopy Options 
   on mounting & 

   dimension pages

]<̂   
6
12
17

27K
]^

40K

7°
a^b
30°
�^b 
100°

]<^ W/ft meets current ASHRAE 
requirements

STATIC COLORS

]<̂   
6
12

R = Red
G = Green
B = Blue
A = Amber 

7°
a^b
30°
�^b 
100°

17 R = Red
G = Green
B = Blue
A = Amber 

7°
a^b
30°
�^b 

FIXTURE ORDERING EXAMPLE:  MX / 17 / 27K / 7° / SMS / 48" / INT1 / NO / LV

MEDLEY® X
REMOTE POWER

ACTIVE WHITE LIGHT, STATIC WHITE, STATIC COLORS & DIMMING
ORDERING INFORMATION

DMX DISTRIBUTION & PROGRAMMING KIT - REQUIRED FOR ALL COLOR CHANGING AND ACTIVE WHITE LIGHT INSTALLATIONS

QTY CATALOG # DESCRIPTION

CDS-PK DMX DISTRIBUTION & PROGRAMMING KIT 
>�	�?@��JQ�����	Z���	���	���[%������

�����\�?@��JQ�������������������������\������������������

����	��������]^������	�����_;#`����j�������

	������������
�
�	�������	������?k��������
	�����x	<	�z����<	��	��	Z���	�����������	�����	��?@��JQ{\�#�	�?@��JQ����
��	����|�@�
������

����'��������	
������	�����\�_�����������
���
���	�����	���	Z���	�����	��?@�����	�����}	����	Z���	
	���\

CDS-A DMX DISTRIBUTION KIT ONLY (3 OUTPUTS)
CDS-A����������������		��������\�����������������

����	��������]^������	�����_;#`�����������
	������������
�
�	�������	������?k��������
	����\

���������

����������	
��	����
	��	��	�	�������	�?@��@�~���
���	����	������������		�������<$'�$;3��$;3�$';<%��d�.��d���%�de�7:[�7��%:[�73���<�.�

EAM-18

8 FEET



Dim. B 

Dim. A 

6"

3-1/4"

90°

90°

Front View

Top View

CES with Remote Power Supply

4' Input Lead 

3-1/4"

CES - CLOSE END, REMOTE POWER SUPPLY
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=$��������';�3 12" 24" 36" �8Z

Dim. A   15-1/8" 27-1/8" 39-1/8" 51-1/8"           

Dim. B 14-1/8" 26-1/8" 38-1/8" 50-1/8" 

SOLID STATE LIGHTING
EXTERIOR ARCHITECTURAL 

LED LINEAR LIGHTING

2-1/2"

1-1/4"

1-1/2"

1/2"

2 Places
2X 1/4-20
Fasteners
By Others

Mounting Bracket Detail

5"

3-1/4"

Dim. A 

Top View

Front View

4' Input Lead 

Dim. B Max.
Dim. B Min.

9/16"

5/16"
3/4"

1-3/4"

1-1/8"

1/4" Slot
2X 1/4-20
Fasteners
By Others

Mounting Bracket Detail

35°

35°

3-1/4"

SMS - SURFACE MOUNT

=$��������';�3 12" 24" 36" �8Z

Dim. A   15-1/8" 27-1/8" 39-1/8" 51-1/8"           

@�
\�%����\�̀ �����\ 6" / 9" 6" / 21" 12" / 33" 24" / 45"

MEDLEY® X
REMOTE POWER

ACTIVE WHITE LIGHT, STATIC WHITE, STATIC COLORS & DIMMING
MOUNTING & DIMENSIONS



EAS & EAM - EXTENDED ARM (REMOTE POWER SUPPLY)
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OPTION
�fad[Z�7?�"��
e"�g���7�5�<^

STANDARD
^Z�4��'.��$;3�5������

e"�g���4�5^

CANOPY OPTIONS - EXTENDED ARM

3-1/4"

3-1/4"

Specify
6", 12", 18"

60°

60°

Dim. B

Dim. A 5"  Dia.

EAS Front View

2-1/2" 2-1/2"

Dim. B

Dim. A

2-1/2"

EAS Top View

12" Input Lead (no connector)

12" Input Lead (no connector) 12" Input Lead (no connector)

Dim. B

Dim. A

2-1/2"

EAM Front View

EAM Top View

EAS & EAM 
Side View

5"  Dia.

=$��������';�3 12" 24" 36" �8Z

Dim. A   15-1/8" 27-1/8" 39-1/8" 51-1/8"           

Dim. B 15-7/8" 27-7/8" 39-7/8" 51-7/8"

EAS, EAM����������������	����	����������������������
	������z����������	�����
����������	\
���������������	����	����<��	����
	������	����	���	���	�\

>������
����`^���Z���	������z���������	�����
����������	\

SOLID STATE LIGHTING
EXTERIOR ARCHITECTURAL 

LED LINEAR LIGHTING

MEDLEY® X
REMOTE POWER

ACTIVE WHITE LIGHT, STATIC WHITE, STATIC COLORS & DIMMING
MOUNTING & DIMENSIONS



PNS & PNM - PENDANT (REMOTE POWER SUPPLY)
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Dim. B

Dim. A

3-1/4"

3-1/4"

Specify
9" - 48"

5" Dia.

60°

60°

12" Input Lead (no connector)

Dim. B

Dim. A

5" Dia. 5" Dia.

12" Input Lead (no connector)

Dim. B

Dim. A

12" Input Lead (no connector)

2-1/2" 2-1/2"

2-1/2" 2-1/2"

PNS FRONT VIEW 

PNM FRONT VIEW 

5" Dia.

5" Dia.

=$������
��';�3

12" 24" 36" �8Z

Dim. A   15-1/8" 27-1/8" 39-1/8" 51-1/8"           

Dim. B 16-3/16" 28-3/16" 40-3/16" 52-3/16"

OPTION
�fad[Z�7?�"��
e"�g���7�5�<^

STANDARD
^Z�4��'.�����5�����

e"�g���4�5^

OPTION
�Z�4��'.�����5�����

e"�g���4�5�

CANOPY OPTIONS - PENDANT

OPTION
^Z�4��'.��$;3�5������

e"�g���4�5^

PNS, PNM����������������	����	�������������
�������
	������z����������	���	
���
��������	\
���������������	����	����<��	����
	������	����	���	���	�\

Optional canopies are painted semi-gloss white.

SOLID STATE LIGHTING
EXTERIOR ARCHITECTURAL 

LED LINEAR LIGHTING

MEDLEY® X
REMOTE POWER

ACTIVE WHITE LIGHT, STATIC WHITE, STATIC COLORS & DIMMING
MOUNTING & DIMENSIONS



96W Power Supply 100W Power Supply

RPS100 POWER SUPPLY

12"

12-3/8"2-1/2"

1-1/2"

6"

10"

10"

RPS96 POWER SUPPLY

REMOTE POWER SUPPLIES
EXTERIOR REMOTE POWER SUPPLY OPTIONS 

FOR BASIC ELECTRICAL WIRING METHODS
WET LOCATION

EXTERIOR
DIGITAL POWER 

SUPPLIES

Insight Lighting 
www.insightlighting.com                          
04/01/15      Page 6 of 7 

 

RPS-100-PWR
f�
a�fa����5�����7����y
   
- RPS-100 is conduit ready (3/4" conduit by others)

- Contact factory for cable ready versions 

NOT RATED FOR PLENUM INSTALLATIONS

RPS-96-PWR
RPS-96-DIM

- (1)-96W Power Supply 

- (1)-96W Dimming Power Supply (0-10V Dimming)

NOT RATED FOR PLENUM INSTALLATIONS 



SOLID STATE LIGHTING
EXTERIOR ARCHITECTURAL 

LED LINEAR LIGHTING
STATIC WHITE & DIMMING

Insight Lighting 
www.insightlighting.com                          
04/01/15      Page 7 of 7 

MEDLEY® X
STATIC WHITE LIGHT & DIMMING

WIRING DIAGRAMS

WHITE LIGHT - REMOTE POWER SUPPLY

Contact factory for additional wiring options.

Lead 
(no connector) 

(Optional dimmer by others)

RPS PWR (RPS DIM)

RPS PWR (RPS DIM)

Lead 
(no connector) 

(Optional dimmer 
by others)



PRODUCT SPECIFICATIONS
Optics

Labels and Listings

ENVIRONMENTALLY FRIENDLY, ENERGY EFFICIENT

Cone/Lens: Computer-optimized parabolic reflector with frosted convexed lens 
regressed into cone provides uniform distribution with no striations • Concealed 
LED array provides superior aesthetic appeal both on and off
Finishes:  Low iridescent specular, semi-specular and satin Alzak® finishes avail-
able with integral flange of same finish • See reflector options for other colors 
and finishes
Baffle: White or black painted deep multi-groove aluminum baffle insert with 
integral white painted flange and frosted convexed glass lens

J7.1.4

1300  South Wolf Rd • Des Plaines, Illinois  60018
PHONE 800-367-5866 • FAX 888-708-6578
www.junolightinggroup.com

• UL listed for feed through and damp locations
• UL and cUL, RoHS compliant
• EMI complies with FCC 47, Part 15, Class A
• Energy Star qualified, see back page for designated products
• I.B.E.W. Union made • ARRA Compliant

Warranty:  5 years when used in accordance with manufacturing guidelines.
Product specifications subject to change without notice.

Type Cat. No.

PARABOLIC LENSED APERTURE
L6 SERIES

• Lumen packages suitable for ceiling heights ranging from
8´ to in excess of 100´

• Efficacies up to 87 lm/w
• Superior-quality white LED light output using Chip on

Board technology
• No harmful ultraviolet or infrared wavelengths
• No lead or mercury

03/15 Rev.2

Project:

Notes:

800 TO 9000 LUMEN 
6″ LED DOWNLIGHT

Electrical
LED Light Engine:  Compact light source delivers uniform illumination without 
pixilation, enabling excellent beam control • Consistent fixture-to-fixture color tem-
perature within 3 SDCM • Replaceable light engine with quick connector mounts 
directly to heat sink and is easily replaceable• CRI> 80
Passive Cooling: Cast aluminum heat sink integrated directly with housing pro-
vides superior thermal management to ensure the long life of LED
Active Cooling: Low noise, high efficiency, long life fan with ultra-low thermal 
resistance heat sink ensures long life and maximum performance of LEDs on light 
weight units of 8,500 lumens and higher • Active cooling unit easily accessable 
from above or below the ceiling
LED Driver: Power factor >0.9 • Easily replaceable from above or below the 
ceiling.
Dimming: Dimmable via 0-10V protocol standard • Optional drivers available 
for use with Lutron EcoSystem or 2-wire dimmers • For a list of compatible dim-
mers, see LED-DIM.
Life: Rated for 50,000 hours at 70% lumen maintenance • Available with option  
Lumen Depreciation Indicator (LDI)
Mechanical
Housing: Low profile, universal housing design installs in suspended grid, plaster 
or drywall • Integral heat sink conducts heat away from LED light engine • Driver 
is accessible from above and below ceiling and can be upgraded to accommo-
date future technology improvements.
Mounting Frame: Heavy gauge steel lower housing ring accommodates ceil-
ings up to 2” thick • For thicker ceilings; consult factory
Mounting Bracket: Mounting brackets have 3” vertical adjustment and accepts 
most commercial bar hangers, including our proprietary Tru-Lock bar hangers
● Our one-piece Tru-Lock bar hangers have integral T-bar locking screws and
alignment notches for locating and locking fixture in the center or 1/4” tile incre-
ments
Junction Box: Over size 4″ x 6″ galvanized steel junction box with (6) ½″ (2) 
¾″ knockouts facilitate quick wiring ● Junction box rated for four (4) No. 12 
AWG 90° C branch circuit conductors (2-in, 2-out)

PASSIVE COOLING DIMENSIONS:  800 - 8000 Lumens

PASSIVE COOLING DIMENSIONS:  8500 - 9000 Lumens

SPACE SAVING ACTIVE COOLING DIMENSIONS:  8500 - 9000 Lumens
(Space Saving Active Cooling option shown)

6-1/8˝ Dia.
6-7/8˝ Dia.

Ceiling Cutout
7-3/8˝ Dia.

6-1/2˝

16˝

24-5/8˝

6-1/8˝ Dia.
6-7/8˝ Dia.

Ceiling Cutout
7-3/8˝ Dia.

7-3/8˝

13-1/4˝

17˝

∗6000 - 8000 Lumens

6-1/8˝ Dia.
6-7/8˝ Dia.

Ceiling Cutout
7-3/8˝ Dia.

11-3/4˝

17˝ (347V)
12-5/8˝ (120/277V)

7-1/8˝
∗9˝

http://www.junolightinggroup.com/Attachments/images/content/SpecSheets/LED-DIM.pdf
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Fixture Configurations = Energy Star 

CCT: YY = 27, 30, 35, 40
Voltage: Z  = 1, 2

Lumen Pacvkage: XX = 08, 13, 15, 17, 23, 28, 33, 40, 50, 55, 60, 65, 70, 75, 80, 85, 90

Reflector Finish: F = L, S, Q

CCT: YY = 27, 30, 35, 40
Reflector Finish: F  = L, Q

Product #

L6-(XX)(YY)(Z); L600P-C(F)

L6-(XX)(YY)3; L600P-C(F)

Energy Star Qualified:

(120-277V)

Lumen Package: XX = 15, 17, 23, 33, 40, 45, 50, 55, 60, 65, 70, 75, 75, 80, 90(347V)

J7.1.4Rough-in, cone and accessories each ordered separately.ORDERING INFORMATION:

Voltage										          120V
Light Engine Lumens	 800	 1300	 1500	 1700	 2300	 2800	 3300	 4000	 4500	 5000	 5500	 6000	 6500	 7000	 7500	 8000	 8500	 9000
CCT										         (2700K/3000K/3500K/4000K)
Input Current	 0.075	 0.125	 0.158	 0.183	 0.242	 0.308	 0.300	 0.383	 0.337	 0.382	 0.426	 0.452	 0.492	 0.552	 0.601	 0.638	 0.694	 0.766
Input Wattage	 9W	 15W	 19W	 22W	 29W	 37W	 36W	 46W	 40W	 46W	 51W	 54W	 59W	 66W	 72W	 76W	 83W	 92W
Input Frequency	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz
Power Factor	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9

ENGINEERING DATA

Voltage										          277V
Light Engine Lumens	 800	 1300	 1500	 1700	 2300	 2800	 3300	 4000	 4500	 5000	 5500	 6000	 6500	 7000	 7500	 8000	 8500	 9000
CCT										         (270K/3000K/3500K/4000K)
Input Current	 0.032	 0.054	 0.069	 0.079	 0.105	 0.134	 0.130	 0.166	 0.146	 0.165	 0.185	 0.196	 0.213	 0.239	 0.260	 0.276	 0.301	 0.332
Input Wattage	 9W	 15W	 19W	 22W	 29W	 37W	 36W	 46W	 40W	 46W	 51W	 54W	 59W	 66W	 72W	 76W	 83W	 92W
Input Frequency	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz	 50/60Hz
Power Factor	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9	 0.9

347 Volt available, consult factory.

HB-TL	 25” Tru-Lock grid ceiling bar hangers, Pair
HB-52	 52” C-Channel Bar Hangers, Pair
HB-28	 28” C-Channel Bar Hangers, Pair
LB-27	 27” Linear Bar Hangers, Pair
SCA6-*	Sloped Ceiling adapter
	 *	Angle must be specified when ordering;
Available in 5˚, 10˚, 15˚, 20˚, 25˚, 30˚  Example:  SCA6-20

 L6-90401-G2

L600P
Parabolic
Cone

L600B
Baffle

C
Clear
G

Gold
WT

Wheat
PT

Pewter
BZ

Bronze
B

Black
W

White

Low Iridescent Alzak Finishes:

	 L	 Specular
	 S	 Satin
*	Q	Semi-Specular
		  (*Clear only)
Blank for White & 
Baffle

WH
White
Flange

WET
Wet

Locatin
Listing

HB-TL
COLOR FINISH OPTIONSCONE

Example: L600P-CL-WHExample: Example:
ACCESSORIES

	 F	 Fuse and Fuse Holder
	CP	 Chicago Plenum
	 BR	 Emergency Battery Pack W/ Remote Test Switch
PD	 Driver compatible with 3-wire fluorescent controls
		  & Lutron Programmable Dimming EcoSystem® 
FDL	 Forward Phase Dimming Lutron Driver - 120V only
		  (2-wire dimming, neutral wire required)
	 LDI	 Lumen Depreciation Indicator
		  (Cannot Be Used w/ BR Option)
	 SS	 Space Saving Active Cooling (8500 lumens and up)

08	 800 lm
13	 1300 lm
15	 1500 lm
17	 1700 lm
23	 2300 lm
28	 2800 lm
33	 3300 lm
40	 4000 lm
45	 4500 lm
50	 5000 lm
55	 5500 lm
60	 6000 lm
65	 6500 lm
70	 7000 lm
75	 7500 lm
80	 8000 lm
85	 8500 lm
90	 9000 lm

27
2700
30

3000
35

3500
40

4000

U
Universal

1
120V

2
277V

3
347V

G2

L6 G2

GENERATION OPTIONSLIGHT ENGINE
LUMENS

COLOR
TEMP. VOLTAGEROUGH-IN

800 & 1300 lumen fixtures are universal voltage (120/277V)
	Not Available for 4000 Lumens and up.
•	Not available for 8500 Lumens and up.
Available on fixtures up to 7000 lumens only



COEFFICIENTS OF UTILIZATION - % (Zonal Cavity Method)
Effective Floor Reflectance 20%

J7.1.4

Reflectances:  80% Ceiling, 50% Walls, 20% Floors
AVERAGE INITIAL FOOTCANDLES

	 5’ x 5’	 301	 244	 190
	 6’ x 6’	 209	 169	 132
	 7’ x 7’	 153	 124	 97
	 8’ x 8’	 118	 95	 74
	 9’ x 9’	 93	 75	 59
	 10’ x 10’	 75	 61	 47
	 11’ x 11’	 62	 50	 39
	 12’ x 12’	 52	 42	 33

	 Spacing	 RCR1	 RCR4	 RCR8
	 Luminaire	 Room Cavity Ratio

	Angle	 Candela	 Lumens
	 0°	 7254	
	 5°	 7284	 695
	 15°	 6508	 1845
	 25°	 4647	 2151
	 35°	 2735	 1718
	 45°	 426	 330
	 55°	 35	 32
	 65°	 0	 0
	 75°	 0	 0
	 85°	 0	 0

Candlepower
Distribution
(Candelas)

Catalog Number:  L6-90351-G2; L600P-CL
PHOTOMETRIC REPORT
Test Number:  PR11132291
Total Lumen Output:  6776 Lumens
Luminaire Efficacy:  	 74.7 lm/w (4K)
Luminaire Spacing Criteria:  0.90
Luminaire:  Clear specular Alzak® reflector with regressed frosted glass lens.
CIE-Type:  Direct

	 Distance to Illuminated	 Footcandles	 Footcandles	 Beam
	 Plane (Feet)	 Beam Center	 Beam Edge	 Diameter

	 6’	 201.5	 63.9	 7.2’
	 7’	 148.0	 46.9	 8.4’
	 8’	 113.3	 35.9	 9.6’
	 9’	 89.6	 28.4	 10.8’
	 10’	 72.5	 23.0	 12.0’
	 11’	 59.9	 19.0	 13.2’
	 12’	 50.4	 16.0	 14.4’
	 13’	 42.9	 13.6	 15.6’
	 14’	 37.0	 11.7	 16.8’
	 15’	 32.2	 10.2	 18.0’

Initial Footcandles

	 Zone	 Lumens%	 %Fixture
	 0-30°	 4691	 69.2
	 0-40°	 6409	 94.6
	 0-60°	 7661	 99.9
	 0-90°	 6775	 100.0
	 90-180°	 0	 0.0
	 0-180°	 6775	 100.0

Zonal Lumen Summary

	 Angle
	 in Degrees	 Candela/M2

	 45°	 33,001
	 55°	 3386
	 65°	 0
	 75°	 808
	 85°	 0

Luminance Data

PCC			   80					     70				    50			   30			   10		  0
PW	 70	 50		  30	 10	 70	 50		  30	 10	 50	 30	 10	 50	 30	 10	 50	 30	 10	 0
	 0	 119	 119		  119	 119	 116	 116		  116	 116	 111	 111	 111	 106	 106	 106	 102	 102	 102	 100	
	 1	 113	 110		  108	 106	 111	 108		  106	 104	 104	 102	 101	 100	 99	 98	 97	 96	 95	 93
	 2	 107	 103		  99	 95	 105	 101		  97	 94	 98	 95	 92	 95	 92	 90	 92	 90	 88	 87
	 3	 102	 96		  91	 87	 100	 94		  90	 86	 92	 88	 85	 89	 86	 83	 87	 84	 82	 80
	 4	 97	 89		  84	 79	 95	 88		  83	 79	 86	 81	 78	 84	 80	 77	 82	 79	 76	 75
	 5	 92	 83		  78	 73	 90	 82		  77	 73	 81	 76	 72	 79	 75	 72	 77	 74	 71	 70		
	 6	 87	 78		  72	 68	 86	 77		  72	 68	 76	 71	 67	 74	 70	 67	 73	 69	 66	 65
	 7	 83	 73		  67	 63	 81	 73		  67	 63	 71	 66	 63	 70	 66	 62	 69	 65	 62	 60
	 8	 79	 69		  63	 59	 77	 68		  63	 59	 67	 62	 58	 66	 62	 58	 65	 61	 58	 57
	 9	 75	 65		  59	 55	 74	 65		  59	 55	 64	 58	 55	 63	 58	 55	 62	 58	 54	 53
	 10	 71	 61		  56	 52	 70	 61		  55	 52	 60	 55	 51	 59	 55	 51	 59	 54	 51	 50

1300 S. Wolf Road • Des Plaines, IL 60018 • Phone (800) 367-5866 • Fax (888) 708-6578
Visit us at www.junolightinggroup.com

Fixtures tested to IES recommended standard for solid state lighting per LM-79-08.  Photometric performance on a single unit represents a 
baseline of performance for the fixture.  Results may vary in the field.

Printed in U.S.A. ©2015 Juno Lighting, LLC.
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Reflectances:  80% Ceiling, 50% Walls, 30% Floors
AVERAGE INITIAL FOOTCANDLES

	 5’ x 5’	 152	 123	 95
	 6’ x 6’	 105	 85	 66
	 7’ x 7’	 77	 63	 49
	 8’ x 8’	 59	 48	 37
	 9’ x 9’	 47	 38	 29
	 10’ x 10’	 38	 31	 24
	 11’ x 11’	 31	 25	 20
	 12’ x 12’	 26	 21	 17

	 Spacing	 RCR1	 RCR4	 RCR8
	 Luminaire	 Room Cavity Ratio

	Angle	 Candela	 Lumens
	 0°	 3692	
	 5°	 3707	 354
	 15°	 3312	 939
	 25°	 2365	 1095
	 35°	 1392	 875
	 45°	 217	 168
	 55°	 18	 16
	 65°	 0	 0
	 75°	 0	 0
	 85°	 0	 0

Candlepower
Distribution
(Candelas)

	 Distance to Illuminated	 Footcandles	 Footcandles	 Beam
	 Plane (Feet)	 Beam Center	 Beam Edge	 Diameter

	 6’	 102.5	 32.5	 7.2’
	 7’	 75.3	 23.9	 8.4’
	 8’	 57.7	 18.3	 9.6’
	 9’	 45.6	 14.4	 10.8’
	 10’	 36.9	 11.7	 12.0’
	 11’	 30.5	 9.7	 13.2’
	 12’	 25.6	 8.1	 14.4’
	 13’	 21.8	 6.9	 15.6’
	 14’	 18.8	 6.0	 16.8’
	 15’	 16.4	 5.2	 18.0’

Initial FootcandlesCatalog Number:  L6-45351-G2;  L600P-CL
PHOTOMETRIC REPORT
Test Number:  PR11132281
Total Lumen Output:  3449 Lumens
Luminaire Efficacy:  	 86.2 lm/w (35K)
Luminaire Spacing Criteria:  0.9
Luminaire:  Clear specular Alzak® reflector with regressed frosted glass len.
CIE-Type:  Direct

	 Zone	 Lumens%	 %Fixture
	 0-30°	 2387	 69.3
	 0-40°	 3262	 94.6
	 0-60°	 3446	 100.0
	 0-90°	 3446	 100.0
	 90-180°	 0	 0.0
	 0-180°	 3446	 100.0

Zonal Lumen Summary

	 Angle
	 in Degrees	 Candela/M2

	 45°	 16,795
	 55°	 1723
	 65°	 0
	 75°	 212
	 85°	 0

Luminance Data

COEFFICIENTS OF UTILIZATION - % (Zonal Cavity Method)
Effective Floor Reflectance 20%
PCC			   80					     70				    50			   30			   10		  0
PW	 70	 50		  30	 10	 70	 50		  30	 10	 50	 30	 10	 50	 30	 10	 50	 30	 10	 0
	 0	 118	 118		  118	 118	 116	 116		  116	 116	 110	 110	 110	 106	 106	 106	 101	 101	 101	 99
	 1	 113	 110		  108	 105	 110	 108		  106	 104	 104	 102	 101	 100	 99	 98	 97	 96	 95	 93
	 2	 107	 102		  98	 95	 105	 101		  97	 94	 98	 95	 92	 95	 92	 90	 92	 90	 88	 86
	 3	 102	 95		  91	 87	 100	 94		  90	 86	 91	 88	 85	 89	 86	 83	 87	 84	 82	 80
	 4	 97	 89		  84	 79	 95	 88		  83	 79	 86	 81	 78	 84	 80	 77	 82	 79	 76	 75
	 5	 92	 83		  78	 73	 90	 82		  77	 73	 81	 76	 72	 79	 75	 72	 77	 74	 71	 69
	 6	 87	 78		  72	 68	 86	 77		  72	 68	 76	 71	 67	 74	 70	 67	 73	 69	 66	 65
	 7	 83	 73		  67	 63	 81	 73		  67	 63	 71	 66	 63	 70	 66	 62	 69	 65	 62	 60
	 8	 78	 69		  63	 59	 77	 68		  63	 59	 67	 62	 58	 66	 62	 58	 65	 61	 58	 57
	 9	 75	 65		  59	 55	 74	 64		  59	 55	 64	 58	 55	 63	 58	 55	 62	 58	 54	 53
	 10	 71	 61		  56	 52	 70	 61		  55	 52	 60	 55	 51	 59	 55	 51	 59	 54	 51	 504,250
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Reflectances:  80% Ceiling, 50% Walls, 30% Floors
AVERAGE INITIAL FOOTCANDLES

	 5’ x 5’	 133	 108	 84
	 6’ x 6’	 92	 75	 58
	 7’ x 7’	 68	 55	 43
	 8’ x 8’	 52	 42	 33
	 9’ x 9’	 41	 33	 26
	 10’ x 10’	 33	 27	 21
	 11’ x 11’	 27	 22	 17
	 12’ x 12’	 23	 19	 15

	 Spacing	 RCR1	 RCR4	 RCR8
	 Luminaire	 Room Cavity Ratio

	Angle	 Candela	 Lumens
	 0°	 3097	
	 5°	 3118	 298
	 15°	 2894	 820
	 25°	 2078	 962
	 35°	 1195	 751
	 45°	 190	 147
	 55°	 6	 5
	 65°	 0	 0
	 75°	 0	 0
	 85°	 0	 0

Candlepower
Distribution
(Candelas)

	 Distance to Illuminated	 Footcandles	 Footcandles	 Beam
	 Plane (Feet)	 Beam Center	 Beam Edge	 Diameter

	 6’	 86.0	 26.8	 7.4’
	 7’	 63.2	 19.7	 8.7’
	 8’	 48.4	 15.1	 9.9’
	 9’	 38.2	 11.9	 11.2’
	 10’	 31.0	 9.6	 12.4’
	 11’	 25.6	 8.0	 13.7’
	 12’	 21.5	 6.7	 14.9’
	 13’	 18.3	 5.7	 16.1’
	 14’	 15.8	 4.9	 17.4’
	 15’	 13.8	 4.3	 18.6’

Initial FootcandlesCatalog Number:  L6-40351-G2;  L600P-CL
PHOTOMETRIC REPORT
Test Number:  PR08111061
Total Lumen Output:  2996 Lumens
Luminaire Efficacy:  	 65.8 lm/w (35K)
Luminaire Spacing Criteria:  0.93
Luminaire:  Clear specular Alzak® reflector with regressed frosted glass len.
CIE-Type:  Direct

	 Zone	 Lumens%	 %Fixture
	 0-30°	 2080	 69.5
	 0-40°	 2830	 94.5
	 0-60°	 2983	 99.6
	 0-90°	 2994	 100.0
	 90-180°	 0	 0.0
	 0-180°	 2994	 100.0

Zonal Lumen Summary

	 Angle
	 in Degrees	 Candela/M2

	 45°	 13559
	 55°	 526
	 65°	 0
	 75°	 1025
	 85°	 2827

Luminance Data

COEFFICIENTS OF UTILIZATION - % (Zonal Cavity Method)
Effective Floor Reflectance 20%
PCC			   80					     70				    50			   30			   10		  0
PW	 70	 50		  30	 10	 70	 50		  30	 10	 50	 30	 10	 50	 30	 10	 50	 30	 10	 0
	 0	 120	 120		  120	 120	 117	 117		  117	 117	 112	 112	 112	 107	 107	 107	 103	 103	 103	 101
	 1	 114	 112		  109	 107	 112	 109		  107	 105	 105	 103	 102	 102	 100	 99	 98	 97	 96	 94
	 2	 109	 104		  100	 96	 106	 102		  98	 95	 99	 96	 93	 96	 93	 91	 93	 91	 89	 87
	 3	 103	 97		  91	 87	 101	 95		  90	 87	 93	 89	 85	 90	 87	 84	 88	 85	 83	 81
	 4	 98	 90		  84	 80	 96	 89		  84	 80	 87	 82	 79	 85	 81	 78	 83	 80	 77	 75
	 5	 93	 84		  78	 74	 91	 83		  78	 73	 81	 77	 73	 80	 75	 72	 78	 74	 72	 70
	 6	 88	 79		  73	 68	 86	 78		  72	 68	 76	 71	 68	 75	 71	 67	 74	 70	 67	 65
	 7	 83	 74		  68	 63	 82	 73		  67	 63	 72	 67	 63	 71	 66	 63	 70	 65	 62	 61
	 8	 79	 70		  63	 59	 78	 69		  63	 59	 68	 63	 59	 67	 62	 59	 66	 62	 58	 57
	 9	 75	 65		  59	 55	 74	 65		  59	 55	 64	 59	 55	 63	 58	 55	 62	 58	 55	 53
	 10	 72	 62		  56	 52	 71	 61		  56	 52	 61	 55	 52	 60	 55	 52	 59	 55	 51	 50
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COEFFICIENTS OF UTILIZATION - % (Zonal Cavity Method)
Effective Floor Reflectance 20%

J7.1.4

Reflectances:  80% Ceiling, 50% Walls, 20% Floors
AVERAGE INITIAL FOOTCANDLES

	 5’ x 5’	 45	 36	 28
	 6’ x 6’	 31	 25	 20
	 7’ x 7’	 23	 19	 14
	 8’ x 8’	 18	 14	 11
	 9’ x 9’	 14	 11	 9
	 10’ x 10’	 11	 9	 7
	 11’ x 11’	 9	 8	 6
	 12’ x 12’	 8	 6	 5

	 Spacing	 RCR1	 RCR4	 RCR8
	 Luminaire	 Room Cavity Ratio

	Angle	 Candela	 Lumens
	 0°	 1024	
	 5°	 1032	 99
	 15°	 979	 278
	 25°	 713	 330
	 35°	 405	 254
	 45°	 57	 44
	 55°	 3	 3
	 65°	 3	 3
	 75°	 0	 0
	 85°	 0	 0

Candlepower
Distribution
(Candelas)

Catalog Number:  L6-1340U-G2; L600P-CL
PHOTOMETRIC REPORT
Test Number:  PR08110861
Total Lumen Output:  1010 Lumens
Luminaire Efficacy:  	 68.2 lm/w (4K)
Luminaire Spacing Criteria:  0.95
Luminaire:  Clear specular Alzak® reflector with regressed frosted glass lens.
CIE-Type:  Direct

	 Distance to Illuminated	 Footcandles	 Footcandles	 Beam
	 Plane (Feet)	 Beam Center	 Beam Edge	 Diameter

	 6’	 28.4	 8.8	 7.5’	
	 7’	 20.9	 6.5	 8.7’
	 8’	 16.0	 5.0	 10.0’
	 9’	 12.6	 3.9	 11.2’
	 10’	 10.2	 3.2	 12.5’
	 11’	 8.5	 2.6	 13.7’
	 12’	 7.1	 2.2	 15.0’
	 13’	 6.1	 1.9	 16.2’
	 14’	 5.2	 1.6	 17.5’
	 15’	 4.5	 1.4	 18.7’

Initial Footcandles

	 Zone	 Lumens%	 %Fixture
	 0-30°	 706	 69.9
	 0-40°	 960	 95.1
	 0-60°	 1007	 99.7
	 0-90°	 1010	 100.0
	 90-180°	 0	 0.0
	 0-180°	 1010	 100.0

Zonal Lumen Summary

	 Angle
	 in Degrees	 Candela/M2

	 45°	 4102
	 55°	 254
	 65°	 307
	 75°	 0
	 85°	 0

Luminance Data

PCC			   80					     70				    50			   30			   10		  0
PW	 70	 50		  30	 10	 70	 50		  30	 10	 50	 30	 10	 50	 30	 10	 50	 30	 10	 0
	 0	 119	 119		  119	 119	 116	 116		  116	 116	 111	 111	 111	 106	 106	 106	 102	 102	 102	 100	
	 1	 113	 111		  108	 106	 111	 109		  106	 104	 104	 103	 101	 101	 99	 98	 97	 96	 95	 93
	 2	 108	 103		  99	 96	 106	 101		  98	 94	 98	 95	 92	 95	 93	 90	 92	 90	 89	 87
	 3	 102	 96		  91	 87	 100	 95		  90	 86	 92	 88	 85	 89	 86	 84	 87	 85	 82	 81
	 4	 97	 90		  84	 80	 95	 88		  83	 79	 86	 82	 78	 84	 80	 77	 82	 79	 76	 75
	 5	 92	 84		  78	 73	 90	 83		  77	 73	 81	 76	 72	 79	 75	 72	 78	 74	 71	 70		
	 6	 87	 78		  72	 68	 86	 78		  72	 68	 76	 71	 67	 75	 70	 67	 73	 69	 66	 65
	 7	 83	 73		  68	 63	 82	 73		  67	 63	 72	 66	 63	 70	 66	 62	 69	 65	 62	 61
	 8	 79	 69		  63	 59	 78	 69		  63	 59	 68	 62	 59	 66	 62	 58	 66	 61	 58	 57
	 9	 75	 65		  59	 55	 74	 65		  59	 55	 64	 59	 55	 63	 58	 55	 62	 58	 55	 53
	 10	 71	 62		  56	 52	 70	 61		  55	 52	 60	 55	 52	 59	 55	 51	 59	 54	 51	 50

1300 S. Wolf Road • Des Plaines, IL 60018 • Phone (800) 367-5866 • Fax (888) 708-6578
Visit us at www.junolightinggroup.com

Fixtures tested to IES recommended standard for solid state lighting per LM-79-08.  Photometric performance on a single unit represents a 
baseline of performance for the fixture.  Results may vary in the field.

Printed in U.S.A. ©2015 Juno Lighting, LLC.
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OMEGA
 
1521LED 

PROJECT:

TYPE:

  

MOUNTING
CONFIG. SERIES MOUNTING

OPTION LENS NO. OF 
LEDS

COLOR 
TEMP K

DISTR.
TYPE

DISTR.
ORIEN-
TATION

DRIVER CONTROLS HOUSE SIDE 
SHIELD

DUAL FUSE  
&  HOLDER

OPTIONAL 
FINIAL1,2 COLOR

1W 1521RLED EZ FG 6ARC 30(00) K T2 F MDL03 O P T I O N S UBKT BK

1A 1521FLED HS-H SG 4ARC 35(00) K T3 R MDH03 R1 HSS FHD B UBT WH

2A SM FSG 3ARC 45(00) K T3R L R11 S ULBT PG

2A90 SH-44 SV1* 2ARC T4 S PEC USLT ABZ

3A CH-44 SV2** T5 UWHT DB

3A90 UCHS OI

4A UBK RT

UB WBR

ULB CD

USL WBK

UWH TT

BKT VG

WHT SI

PGT OWGT

ABZT

DBT

Product Specs 
Optical
- IP65 rated. BUG rating of U-0.
-  Utilizes high output, high brightness LEDs. 
-  Operates at -40°C (-40°F) to +50°C (122°F) ambient 

air temperature range. 
-  Minimum CRI of 70, CCT 3000, 3500, and 4500K. Call 

factory for other CCT. 
-  LM-79 and LM-80 tests in accordance with IESNA 

standards.  
-  Lumen depreciation rating L70 > 200,000 hrs. 

Projected per TM-21 guideline and based on 350mA 
drive current.  

- RoHS Compliant. 

Electrical
- 120-277 volt standard and 347-480 volt option  

available. 
- Minimum drivers power factor: >0.9.  
- Electrical surge protection in accordance with IEEE/

ANSI C62.41.2 guidelines (10kV). 
-  UL or ETL listed in U.S. and Canada.  

Mechanical
- A small scale decorative downlight fixture. The  

housing is a spun aluminum bell shade attached to a 
cast aluminum top. 

-  The luminaire shall be supplied with an aluminum door 
frame and lens with tool-less access. 

- The fixture is offered with many different hangstraight 
mounting options to accomodate a variety of installa-
tions. See mounting options section.

- Luminaire housing is IP65 rated.

Controls
-  Optional Twist-lock receptacle only R1. 
- Optional Twist-lock receptacle with photocell R11. 
-  Optional electronic button photocell: PEC (120-277V).3 

3 Eliminates IP rating fixture.

Finish
-  Durable, color retentive powder coat finish.

Warranty & Standards
LED Systems and Drivers - 7 years. All fixtures shall  
be free from all defects in materials and workmanship 
for a period of 7 years from the date of manufacture. The 
luminaire manufacturer shall warrant the LED boards/

system, during the stated  
warranty period, against failure  
defined as more than 10 percent  
of non-operating LEDs.

Drivers  
(0-10V dimming):
MDL03: 350mA, 120-277V     
MDH03: 350mA, 347-480V

Lens:   
FG - Clear Flat Glass Lens     
SG - Clear Sag Glass Lens
FSG - Frosted Sag Glass Lens
Soft Vue:
SV1* - Flat Medium Diffuse Acrylic Lens
SV2** - Flat Heavy Diffuse Acrylic Lens

*Provides moderate reduction in Brightness while  
only a minimal reduction in lumen output.   

**Provides maximum reduction in Brightness while  
only a nominal reduction in lumen output. Consult 
photometric files for exact lumen performance.
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The 1521LED Omega series is small scale, decorative downlight fixture 
with a spun aluminum bell styled dome. The dome is available with two 
types of shades: round edge (R) and flared edge (F) styles. The luminaire 
measures 21” outside diameter and 17-1/8” overall height. The luminaire 
has a hinged door for tool-less driver and LED access. The luminaire is 
supplied with the line-ground, line neutral and neutral-ground electrical 
surge protection in accordance with IEEE/ANSE C62.41.2 guidelines. The 
luminaire is U.L. or E.T.L. listed in U.S. and Canada. 

1 Only available with HS-H and SM mounting.   2 Not available with Twist-lock photocell.

 ORDERING EXAMPLE: 1A-1521FLED-EZ-FG-6ARC35T2-F-MDH03-R-HSS-FHD/UBKT

Urbanline Finishes 

UBKT -  Urban Black Textured
UBT - Urban Bronze Textured
ULBT -   Urban Light Bronze  

Textured
USLT -  Urban Silver Textured
UWHT - Urban White Textured

UCHS -  Urban Champagne Satin  
Smooth

UBK - Urban Black Matte
UB - Urban Bronze Matte
ULB -  Urban Light Bronze  

Matte
USL - Urban Silver Matte
UWH -  Urban White Matte

Standard Finishes

BKT - Black Textured
BK - Black
WHT - White Textured
WH - White
PGT - Park Green Textured
PG - Park Green
ABZT -  Architectural Medium  

Bronze Textured

ABZ -  Architectural Medium  
Bronze

DBT - Dark Bronze Textured
DB - Dark Bronze

Custom Finishes
OI - Old Iron
RT - Rust
WBR - Weathered Brown

CD - Cedar
WBK - Weathered Black
TT - Two Tone

Sternberg Select Finishes
VG - Verde Green
SI - Swedish Iron
OWGT -  Old World Gray Textured

Colors

Front (F) Left (L)Right (R) Symmetrical (S) T5 Only Symmetrical (S) T5 Only

Pole Pole Pole Pole

Distribution Orientation

21”W 
17-1/8”H

EPA 0.72 (ft2)    WEIGHT: 27 LBS

ADVISE

HS-H 6ARC 45 MDL03FG1A HSST3 F1521RLED

Falmouth Residence Inn

OD ARM

skoza
Typewritten Text
A,AS,ASD

skoza
Typewritten Text

skoza
Typewritten Text
Type AS has house side shield

skoza
Typewritten Text

skoza
Typewritten Text
Type ASD has shield and dimming

skoza
Line



Product Dimensions and Features

Optional Finials*

Mounting Options

EPA: 0.72 SQUARE FT
WEIGHT: 27 LBS

Mounting Configurations

1A 2A

SH44
Stem Hung

CH44
Chain Hung

1521RLED
21"W x 17-1/8"H

1521FLED
21"W x 17"H

B
Ball Finial

3"W x 4-3/8"H

S
Spiked Finial

2-1/2"W x 6-3/8"H

HS-H
Horizontal
8-1/4"W x  
7-5/8"H

EZ 
EZ Hang  
Vertical

2-3/4"W x  
4"H

SM
Side Mount
9-1/4”W x  

4”H

Specify 
overall drop 

in inches

1W 2A90 3A 3A90 4A

* Only available with HS-H, HS-C, and SM mounting
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Performance (Based on FG Lens)

MODEL # T2 DELIVERED 
LUMENS

EFFICACY 
(LPW)

T3 DELIVERED 
LUMENS

EFFICACY 
(LPW)

T3R DELIVERED     
LUMENS

EFFICACY 
(LPW)

T4 DELIVERED     
LUMENS

EFFICACY 
(LPW)

T5 DELIVERED 
LUMENS

EFFICACY 
(LPW)

WATT-
AGE

2ARC30T 2360 69.4 2230 65.6 2320 68.2 2430 71.5 2305 67.8 34

2ARC35T 2520 74.1 2385 70.1 2480 72.9 2605 76.6 2465 72.5 34

2ARC45T 2685 79.0 2540 74.7 2645 77.8 2775 81.6 2625 77.2 34

3ARC30T 3450 65.1 3300 62.3 3360 63.4 3440 64.9 3365 63.5 53

3ARC35T 3690 69.6 3525 66.5 3595 67.8 3685 69.5 3595 67.8 53

3ARC45T 3930 74.2 3755 70.8 3830 72.3 3925 74.1 3830 72.3 53

4ARC30T 4485 68.0 4300 65.2 4355 66.0 4695 71.1 4440 67.3 66

4ARC35T 4800 72.7 4600 69.7 4655 70.5 5025 76.1 4745 71.9 66

4ARC45T 5115 77.5 4900 74.2 4960 75.2 5355 81.1 5055 76.6 66

6ARC30T 6800 70.8 6400 66.7 6760 70.4 6910 72.0 6550 68.2 96

6ARC35T 7280 75.8 6845 71.3 7225 75.3 7400 77.1 7005 73.0 96

6ARC45T  7755 80.8 7295 76.0 7700 80.2 7880 82.1 7465 77.8 96

  

All published luminaire 
photometric testing 
performed to IESNA 
LM-79 standards by 
NVLAP, certified labora-
tory. ISO footcandle plots 
demonstrate the OMEGA 
1521LED light patterns 
only. Not for total fixture 
output. For complete 
specifications and IES 
files, see website.

ISO Footcandle Plots

Other Options
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10’ TO 30’ ROUND STRAIGHT ALUMINUM POLES (RSA)

800-621-3376  |  555 Lawrence Ave., Roselle, IL 60172  |  info@sternberglighting.com  |  www.sternberglighting.com 2/15 STERNBERG LIGHTING.  
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See Accessories at
www.sternberglighting.com
(Please specify with code)

OPTIONS

G

FIXTURE MOUNTING

Drill Mounting
D1 = 1 Luminaire
D2 = 2 @ 180o

D3 = 3 @ 120o

D4 = 4 @ 90o

D5 = 2 @ 90o

D6 = 3 @ 90o

Tenon Mounting
P2 = 2.38” OD x 4.00”
P3 = 3.00” OD x 3.00”
P4 = 4.00” OD x 6.00”

MODEL NUMBER

RSA10G400
RSA12G500
RSA12G400
RSA12G500
RSA12A500
RSA12T500
RSA14G400
RSA14G500
RSA14A500

RSA14T500
RSA16G400
RSA16G500
RSA16A500
RSA16T500
RSA18G500
RSA18A500
RSA18T600
RSA20G500

RSA20A500
RSA20T500
RSA20A600
RSA20T600
RSA25A600
RSA25T600*
RSA30T600*

CROSS SECTION

RSA

RSA = Round 
Straight Aluminum

CROSS SECTION

Sternberg
Model

Pole
Height

Shaft
Size

Wall
Thick-
ness

Slotted
SQ

Base
Width

Hand-
hole
Size

Weight
Lbs

Bolt
Circle

Bolt 
Proj
 +/-
.25

DBL Nutted
Anchor bolt

ASTM F1554
GRADE 55

Galv thread

Max Loading Capacities

Base Cover  
Options

90 MPH w/1.3 Gust 110MPH w/1.3 Gust 130MPH w/1.3 Gust
150MPH w/1.3 

Gust

MAX 
EPA 1 

(SQ FT)

MAX 
WEIGHT   

(lbs)

MAX 
EPA 1 

(SQ FT)

MAX 
WEIGHT   

(lbs)

MAX EPA 
1 (SQ FT)

MAX 
WEIGHT   

(lbs)

MAX 
EPA 

1 (SQ 
FT)

MAX 
WEIGHT   

(lbs)

RSA10G400 10 4 0.125 8.91 2 x 4 34 6.5"-8.25" 3.25 0.75 4.3 100 2.6 100 1.8 100 1.2 100 2400-4, SL900-4

RSA10G500 10 5 0.125 9.61 2 x 4 39 7.5"-9.5" 3.25 0.75 8.9 100 5.8 100 4.1 100 3.0 100 2400-5, SL900-5

RSA12G400 12 4 0.125 8.91 2 x 4 38 6.5"-8.25" 3.25 0.75 3.0 100 1.7 100 1.1 100 0.7 100 2400-4, SL900-4

RSA12G500 12 5 0.125 9.61 2 x 4 44 7.5"-9.5" 3.25 0.75 6.9 100 4.4 100 3.0 100 2.2 100 2400-5, SL900-5

RSA12A500 12 5 0.156 9.61 2 x 4 50 7.5"-9.5" 3.25 0.75 8.9 100 5.8 100 4.0 100 2.9 100 2400-5, SL900-5

RSA12T500 12 5 0.188 9.61 2 x 4 57 7.5"-9.5" 3.25 0.75 10.9 100 7.1 100 4.9 100 3.6 100 2400-5, SL900-5

RSA14G400 14 4 0.125 8.91 2 x 4 41 6.5"-8.25" 3.25 0.75 1.9 100 0.9 100 - 100 - 100 2400-4, SL900-4

RSA14G500 14 5 0.125 9.61 2 x 4 48 7.5"-9.5" 3.25 0.75 5.3 100 3.3 100 2.2 100 1.5 100 2400-5, SL900-5

RSA14A500 14 5 0.156 9.61 2 x 4 56 7.5"-9.5" 3.25 0.75 7.0 100 4.4 100 3.0 100 2.2 100 2400-5, SL900-5

RSA14T500 14 5 0.188 9.61 2 x 4 63 7.5"-9.5" 3.25 0.75 8.7 100 5.6 100 3.8 100 2.8 100 2400-5, SL900-5

RSA16G400 16 4 0.125 8.91 2 x 4 45 6.5"-8.25" 3.25 0.75 1.0 100 - 100 - 100 - 100 2400-4, SL900-4

RSA16G500 16 5 0.125 9.61 2 x 4 53 7.5"-9.5" 3.25 0.75 3.8 100 2.3 100 1.5 100 1.0 100 2400-5, SL900-5

RSA16A500 16 5 0.156 9.61 2 x 4 61 7.5"-9.5" 3.25 0.75 5.3 100 3.3 100 2.2 100 1.5 100 2400-5, SL900-5

RSA16T500 16 5 0.188 9.61 2 x 4 70 7.5"-9.5" 3.25 0.75 6.7 100 4.2 100 2.8 100 2.0 100 2400-5, SL900-5

RSA18G500 18 5 0.125 9.61 2 x 4 57 7.5"-9.5" 3.25 0.75 2.7 100 1.5 100 0.9 100 - 100 2400-5, SL900-5

RSA18A500 18 5 0.156 9.61 2 x 4 67 7.5"-9.5" 3.25 0.75 3.9 100 2.3 100 1.5 100 1 100 2400-5, SL900-5

RSA18T500 18 5 0.188 9.61 2 x 4 77 7.5"-9.5" 3.25 0.75 5.1 100 3.2 100 2.1 100 1.4 100 2400-5, SL900-5

RSA18T600 18 6 0.188 10.32 2 x 4 96 8.75"-10.25" 3.50 0.75 10.5 100 6.7 100 4.6 100 3.1 100 2400-6

RSA20G500 20 5 0.125 9.61 2 x 4 62 7.5"-9.5" 3.25 0.75 1.7 100 0.8 100 - 100 - 100 2400-5, SL900-5

RSA20A500 20 5 0.156 9.61 2 x 4 73 7.5"-9.5" 3.25 0.75 2.8 100 1.5 100 0.9 100 - 100 2400-5, SL900-5

RSA20T500 20 5 0.188 9.61 2 x 4 84 7.5"-9.5" 3.25 0.75 3.8 100 2.2 100 1.4 100 0.9 100 2400-5, SL900-5

RSA20A600 20 6 0.156 10.32 2 x 4 90 8.75"-10.25" 3.50 0.75 6.7 100 4.2 100 2.8 100 1.6 100 2400-6

RSA20T600 20 6 0.188 10.32 2 x 4 104 8.75"-10.25" 3.50 0.75 8.5 100 5.4 100 3.6 100 2.3 100 2400-6

RSA25A600 25 6 0.156 10.32 2 x 4 115 8.75"-10.25" 3.50 0.75 3.6 100 2 100 1.1 100 - 100 2400-6

RSA25T600 * 25 6 0.188 10.32 2 x 4 124 8.75"-10.25" 3.50 0.75 4.9 100 2.9 100 1.8 100 0.8 100 2400-6

RSA30T600 * 30 6 0.188 10.32 2 x 4 151 8.75"-10.25" 3.50 1.0 2.3 100 1.1 100 - 100 - 100 2400-6

OPTIONAL BASE COVERS

Round 2400
12-1/4” Dia. x 4-1/2” H

Throat Size 4”, 5” or 6” Dia.
2400-4
2400-5
2400-6

4”, 5” or 6” Dia. 
Round Profile

Anchor Base Detail

Round SL900
18.5” Dia. x 6” H

Throat Size 4” or 5” Dia.
SL900-4
SL900-5

Job Name Client Name

Job Location Created By Date

Product Quote Customer Approval Date

12" Bolt Slots/Holes
180°

Bolt Circle

90°

 

As viewed 
from top
of pole.

BASE COVER

2400-4
2400-5
2400-6
SL900-4
SL900-5

COLOR

UBKT - Urban Black Textured
UBT - Urban Bronze Textured
ULBT -  Urban Light Bronze Textured
USLT - Urban Silver Textured
UWHT -  Urban White Textured
UCHS -  Urban Champagne Satin Smooth
UBK - Urban Black Matte
UB - Urban Bronze Matte
ULB -  Urban Light Bronze Matte
USL - Urban Silver Matte
UWH -  Urban White Matte

ADVISE

Falmouth Residence Inn
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Example AP - LED - x43 - FL - BLP - 12 - 11 - E  

CATALOG NUMBER LOGIC

AP

TYPE:

CATALOG 

NUMBER: 

SOURCE:

NOTES:

LED 12

Series
 AP - Alpine Series™ 

Source
 LED - ‘X’ Technology with Chip on Board Construction

LED Type
 x43 - 31WLED/2.7K x46 - 42WLED/2.7K x49 - 52WLED/2.7K
 x44 - 31WLED/3K x47 - 42WLED/3K x50 - 52WLED/3K
 x45 - 31WLED/4K x48 - 42WLED/4K x51 - 52WLED/4K 

Optics
 NSP - Narrow Spot (18°)* 
 NFL - Narrow Flood (25°)
 FL - Flood (40°)
 WFL - Wide Flood (60°) 
   *Only available for x43, x44 and x45.

Finish

Lens Type
 12 - Soft Focus Lens

Shielding
 11 - Honeycomb Baffle

Cap Style 
 B - 90°  C - Flush E - 90° less Weep Hole
       (Interior Use Only) 

 Configure Driver Housing Separately
Driver Housing Required 

REMOTE DRIVER HOUSINGS:

 PM3RM - Universal Power Module 3 Remote
 PM3DRM - Universal Power Module 3 Dual Remote 
   RM - Remote Wall Mount
 DRM - Dual Remote Wall Mount 

Powder Coat Color Satin Wrinkle

Bronze BZP BZW

Black BLP BLW

White (Gloss) WHP WHW

Aluminum SAP —

Verde — VER

Standard Finish Premium Finish

 ABP Antique Brass Powder  CMG Cascade Mountain Granite  RMG Rocky Mountain Granite

 AMG Aleutian Mountain Granite  CRI Cracked Ice  SDS Sonoran Desert Sandstone

 AQW Antique White  CRM Cream  SMG Sierra Mountain Granite

 BCM Black Chrome  HUG Hunter Green  TXF Textured Forest

 BGE Beige  MDS Mojave Desert Sandstone  WCP Weathered Copper

 BPP Brown Patina Powder  NBP Natural Brass Powder  WIR Weathered Iron

 CAP Clear Anodized Powder  OCP Old Copper Also available in RAL Finishes
See submittal SUB-1439-00

ALPINE™ 

Minimum Rated Life (hrs.)
70% of initial lumens (L70)
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L70 DATA

BK No.
Lumens

(Source)(Tj=85°C)
CCT  

(Typ.)
CRI  

(Ra. Typ.)
Color 

Consistency
Input Watts (Typ.)

,�� �-�� 2700K �� .��/ �-

x44 ���� ����/� �� .��/ �-

x45 ���� 4000K  �� .��/ �-

,�� 4200 2700K �� .��/ 42

x47 ���� ����/ �� .��/ 42

,�� ���� 4000K �� .��/ 42

x49 5700 2700K �� .��/ 52

x50 5900 ����/ �� .��/ 52

x51 ���� 4000K �� .��/ 52

 Beam Type Angle
x45 

CBCP
x48

CBCP
x51

CBCP
3
��(!��6(& -�8 ��:�� 3;� 3;�

3
��(!��#((� 25° ���� -:��� ��-��

�#((�� 40° 4174 ���� :�--

<	����#((� ��8 ���- �:�� ����

OPTICAL DATALM79 DATA

x44 FL BLP 11 B
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7 1/4"
(184mm)

3/8"
(10mm)

7 1/4"
(184mm)

 

 

8 1/4"
(210mm)

3/8"
(10mm)

7 1/4"
(184mm)

1"
(25mm)

��������	
��
�����	������
���
����������������
������������������������������� 

!!!�"�#	$%&	'$�
()���	'*(+"�#	$%&	'$�
()B-K LIGHTING SUBMITTAL DATE

02-10-15
DRAWING NUMBER

SUB-2363-00

SPECIFICATIONS

PROJECT:

TYPE:

All dimensions indicated on this submittal are nominal.  
Contact Technical Sales if you require more stringent specifications.

ALPINE™ 

9 3/4"
(248mm)

5 1/2" Dia.
(140mm)

FRONT VIEW

5" Dia.
(127mm)

3 1/2" O.C.
(89mm)

3/8"
(10mm)

 CANOPY DETAIL

“B/E” CAP “C” CAP

MOUNTING RING

5" Dia.
(126mm)

1/4"
(6mm)

MOUNTING RING

Accessories (Configure separately)

 
PM3DRM & PM3RM DRM & RM

GreenSource Initiative™ 
Metal and packaging components are made from recycled 
materials. Manufactured using renewable solar energy, produced 
on site.  Returnable to manufacturer at end of life to ensure cradle-
to-cradle handling.  Packaging contains no chlorofluorocarbons 
(CFC’s).  Use of this product may qualify for GreenSource efficacy 
and recycling rebate(s).  Consult www.bklighting.com/greensource 
for program requirements.  

Materials
Furnished in Copper-Free Aluminum (Type 6061-T6). 
 
Body 
Fully machined from solid billet.  Unibody design provides 
enclosed, water-proof wireway and integral heat sink for maximum 
component life.  High temperature, silicone ‘O’ Ring provides 
water-tight seal.

Cap
Fully machined.  Accommodates [2] lens or louver media. Choose 
from 1” deep bezel with 90° cutoff (‘B’ or ‘E’) or flush lens (‘C’) cap 
styles.  ‘B’ caps include weep-hole for water and debris drainage.  ‘E’ 
caps exclude weep-hole and are for interior use only.

Lens
Shock resistant, tempered, glass lens is factory adhered to fixture 
cap and provides hermetically sealed optical compartment.  

BKSSL®
Integrated solid state system with ‘X’ technology is scalable for field 
upgrade.   Modular design with electrical quick disconnects permit 
field maintenance.  Minimum 50,000 hour rated life at 70% of initial 
lumens (L70).  BKSSL technology provides long life, significant 
energy reduction and exceptional thermal management.

Color Management
Chip on board technology delivers natural white light. Exact color 
point conformity exceeds ANSI C78.377 standard. Module exceeds 
80 CRI (RA>80, R9.16). Color point uniformity 2 SDCM color control 
for 2.7K-4K CCT.

Remote Driver
For use with remote LED Driver.  See remote driver submittal(s) 
to determine remote distance, dimming range, and wiring 
requirements prior to detailing field installation of any remote 
wiring.

Installation
5” dia., machined canopy with machined aluminum mounting ring 
permits mounting to 4’’ octagonal junction box (by others).  

Optics
Interchangeable OPTIKIT™ modules permit field changes to optical 
distribution.  
 

Wiring
PVC coated, 18AWG, 150V, 60°C rated and certified to UL 
1838 standard.

Hardware
Tamper-resistant, stainless steel hardware.  Canopy mounting 
screws are additionally black oxide treated for additional corrosion 
resistance.

Finish
StarGuard®, our exclusive RoHs compliant, 15 stage chromate-free 
process cleans and conversion coats aluminum components prior 
to application of Class ‘A’ TGIC polyester powder coating. 

Warranty 
5 year limited warranty.  

Certification and Listing 
ITL tested to IESNA LM-79.  Lighting Facts Registration per USDOE 
(www.lightingfacts.com).  ETL Listed to ANSI/UL Standard 1598 and 
Certified to CAN/CSA Standard C22.2 No. 250.  RoHs compliant.  
Suitable for indoor or outdoor use.  Suitable for use in wet locations.  
IP66 Rated.  Made in USA.     
 

10 3/4"
(273mm)

5 1/2" Dia.
(140mm)

SIDE VIEW



DIMENSIONS

PG SERIES 
PARKING GARAGE LUMINAIRE

LED 5000 LUMEN AND 8000 LUMEN VERSIONS

H5.5.1.1

Project:

Fixture Type:

Location:

Contact/Phone:

PRODUCT DESCRIPTION
The PG series luminaire is a small and efficient LED  
fixture for covered parking garages. Available in 2 
lumen packages the PG series delivers up to 8000 
lumens in two different size luminaires. The PG series 
outstanding uniformity and efficacy give customers a 
high quality lighting job while using a fraction of the 
energy of traditional light sources.

PRODUCT SPECIFICATIONS
Optics  A symmetric, square distribution delivers  
uniformity and energy efficiency • A glass TIR (Total 
Internal Reflection) optic shapes the beam • An  
optional polycarbonate lens can be ordered • This 
option reduces glare for fixtures that will be installed in 
the driving lane.
Mounting  The fixture can be surface mounted to a 
J-box, or pendant mounted with a pipe • A trunion 
mounting option is also available • The pendant  
mounting option requires a wet location J-box and pipe 
(supplied by others).
Construction  Two piece cast aluminum housing fully 
sealed with silicone gaskets • Glare shield is made of 
molded acrylic • All hardware is corrosion resistant.
Finish  All exposed surfaces are finished with a 5 stage 
powder coat process in Silver finish.
Electrical  The PG1 series fixtures use a 120-277V 
driver • The PG2 series fixtures can be ordered with a 
120-277V driver, or an optional 347-480V driver.
Thermal Performance  PG1 fixtures can operate 
between -22˚F and 113˚F (-30˚C to 45˚C) • PG2 fixtures 
can operate between -40˚F and 113˚F (-40˚C to 45˚C)  
• L70 at 25˚C is 100,000 hrs.
Dimming  Fixtures can be ordered with an optional 
0-10V dimming driver.
Motion Detection  The PG series luminaires can be 
equipped with two motion detection options • Both 
options use a sensor attached to the fixture that can be 
locally adjusted for sensitivity • Option “M” uses the 
sensor to switch the fixture ON and OFF (the fixture is 
normally OFF, and when motion is sensed the fixtures 
turns ON) • Option “S” uses the sensor to switch the 
fixtures from Low light setting to High light setting (the 
fixture is normally operating in the Low light setting, 
and when motion is detected the sensor switches the 
fixture to the High light setting) • The Low light level 
setting is approximately 20% of full light output
Certification  Meets UL1598/CSA C22.2 250 standards 
• Suitable for wet locations • Union made • Meets “Buy
American Act” • Assembled in the USA 
• DesignLights™ Consortium Qualified • 5 year
limited warranty

LED PERFORMANCE DATA
Input  Delivered  Efficacy

Catalog Number Watts PF THDI % Lumens CCT (K) (lm/W)
PG1-A04-4K-UN-5-SL 54 0.984 12.0 5,454 4000K 101

PG1-A04-4K-UN-5-SL-PL 54 0.984 12.0 4,537 4000K 84

PG2-A08-4K-UN-5-SL 84 0.925 12.1 8,169 4000K 97

PG2-A08-4K-UN-5-SL-PL 84 0.925 12.1 6,961 4000K 83

A B
PG1 4.5” 9”

PG2 4.5” 14”

A

B

Specifications subject to change without notice.

REV-��/14

PG1 WITH OPTIONAL 
POLYCARBONATE LENS

PG2 WITH OPTIONAL 
POLYCARBONATE LENS

PG1 STANDARD FIXTURE

PG2 STANDARD FIXTURE

Falmouth Residence Inn

skoza
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H5.5.1.1

1300 S. Wolf Road • Des Plaines, IL 60018 • Phone (847) 827-9880 • Fax (847) 827-2925 
220 Chrysler Drive • Brampton, Ontario • Canada L6S 6B6 • Phone (905) 792-7335 • Fax (905) 792-0064 
Visit us at www.junolightinggroup.com ©2014 Juno Lighting, LLC 

ORDERING INFORMATION  Example: PG1-A04-4K-UN-5-SL

Model Engine Code CCT Voltage Mounting Distribution Finish Options

 PG1 A04 4K UN TR 5 SL D

PG SERIES 
PARKING GARAGE LUMINAIRE

LED 5000 LUMEN AND 8000 LUMEN VERSIONS

PG1
Small 
Garage 
Lighter

A04  5000 Lumens 4K 4000K UN 120-277V
E12 120V
E20 208V
E24 240V
E27 277V

No Suffix Surface or 
Pendant1

TR Trunion

5 Square 
Type 5

PC Photo Control 
(must specify 

 voltage)

M Motion sensor 
ON/OFF (must 
specify voltage)2

S Motion sensor 
HI/LOW (must 
specify voltage) 2

PL Polycarbonate 
 lens

D Dimming 
 0-10VDC

Notes: 1Surface mounting is achieved with a quick hanger (supplied); pendant mounting 
     is achieved with pendant pipe and wet location j-box (supplied by others).

2Available with 120V or 277V only.

ACCESSORIES
Description Catalog Number

Bird guard kit for PG1 PG1BG

Bird guard kit for PG2 PG2BG

Polycarbonate glare shield for PG1 PG1PL
(same as PL options but field installed)
Polycarbonate glare shield for PG2 PG2PL
(same as PL options but field installed)

Notes: Accessories are ordered and shipped separately for field 
     installation.

SL Silver

Model Engine Code CCT Voltage Mounting Distribution Finish Options

 PG2 A08 4K UN TR 5 SL D

PG2
Large 
Garage 
Lighter

A08  8000 Lumens 4K 4000K UN 120-277V
UH 347-480V
E12 120V
E20 208V
E24 240V
E27 277V
E34 347V
E48 480V

No Suffix Surface or 
Pendant1

TR Trunion

5 Square 
Type 5

PC Photo Control 
(must specify 

 voltage)

M Motion sensor 
ON/OFF (must 
specify voltage)2

S Motion sensor 
HI/LOW (must 
specify voltage) 2

PL Polycarbonate 
 lens

D Dimming 
 0-10VDC

WCR Wireless Controls  
Ready. For use 
with Daintree  

 ControlScope  
 Systems

SL Silver

ADVISE

ADVISE


	Falmouth Hotel Exterior Sign Light
	Falmouth Hotel Recessed Fixture
	Falmouth Hotel Site Head
	Falmouth Hotel Site Pole
	Falmouth Hotel Wall Mount Fixture
	Falmouth Htel Garage Canopy Fixture

	Type: L6
	Catalog Number: L6-17351-G2// L600P-CS-WH
	Project: Falmouth Marriott
	Notes: 
	Lumens: 17
	CCT: 35
	Voltage: 1
	Options: 
	cone: L600B
	Color: C
	Finish: S
	Trim Options: WH
	Accessories: 


