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RECOMMENDED LONG‐TERM STORMWATER POLLUTION 
PREVENTION PLAN and OPERATION & MAINTENANCE (O&M) PLAN 

TO COMPLY WITH STORMWATER STANDARDS 4, 8, 9 & 10 
FOR RAW LAND CELL TOWER 

 
PROJECT OVERVIEW 
 
Varsity Wireless,  LLC  (“Applicant”)  proposes  to  construct  the  proposed wireless  telecommunications 
facility  within  a  3,600  sf  lease  area  at  the  rear  of  the  developed  commercial  area  designated  as 
Assessor’s  Tax  ID No.  42‐43‐0‐R  “Lot  1”.  The  facility  itself will  be  constructed  of  a  57’x57’  fenced‐in 
compound surfaced with clean crushed stone over  filter  fabric. A steel monopole supporting antenna 
equipment will be placed on a reinforced concrete footing. Ground and monopole space will be allotted 
for up to five carriers. A common utility area will be located at the southwest corner of the compound. 

Runoff  from off‐site  areas will be  released  from  the property untreated. Runoff  from  the  compound 
itself will be directed towards a sand filter basin and bioretention area. Off‐site and compound runoff 
will flow to the southeast corner of the property through a lightly wooded area. The project will require 
disturbance of 18,000 square feet of land. 

The  proposed  site  improvements  are  shown  on  the  plans  provided  under  separate  cover  entitled 
“Wellfleet 6; VW‐MA‐0057; 724 Route 6; Wellfleet, MA 02667”  revised  through October 22, 2014  as 
prepared by ProTerra Design Group, LLC. 
 
OWNER AND RESPONSIBLE PARTY 
 
Owner: 
 
Wendon Realty Trust 
Donald & Wendy Horton, Trustees 
724 US Route 6 
Wellfleet, MA 02667 

Responsible Party: 
 
Varsity Wireless, LLC 
346 Congress Street 
Suite 703 
Boston, MA 02210 

 
The Responsible Party has obtained/will obtain ground and access leases from the Owner which allows 
for maintenance of the stormwater system and the associated telecommunications equipment. 
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CONSTRUCTION MANAGEMENT 
 
Contractor: ________________________ 
Address: __________________________ 
_________________________________ 
Phone Number: ____________________ 
 
A construction manager with adequate knowledge and experience on projects of similar size and scope 
shall  be  employed  to  oversee  all  site  work  related  construction.  The  contractor  shall  incorporate 
appropriate  techniques  to  control  sediment  and  erosion  pollution  during  construction  in  accordance 
with the Massachusetts Erosion and Sediment Control Guidelines for Urban and Suburban Areas. 
 
Care  should  be  taken  when  constructing  stormwater  control  structures  and  dewatering  to  install 
foundations. Light earthmoving equipment shall be used to excavate  in the vicinity of the bioretention 
area. Use of heavy‐equipment causes excessive compaction of the soils resulting in reduced infiltration 
capacity. At no time shall temporary settling basins be constructed in the vicinity of the proposed sand 
filter basin or bioretention area in order to prevent the soils from becoming clogged with sediment. 
 
Dewatering activities shall be directed  towards a berm and  filter sack  to promote  infiltration  into  the 
ground. If silt‐laden sediment is encountered, a frac tank approximately 5,000 gallons in size or greater 
can be employed to settle pumped groundwater before discharge. 
 
 
EROSION CONTROL BEST MANAGEMENT PRACTICES (BMPs) 
 
During  construction,  silt‐laden  runoff  or  discharge  from  dewatering  operations  (if  necessary) will  be 
prevented from exiting the construction area untreated. Siltation barriers consisting of a filter fabric silt 
fence, hay bales or silt socks will be erected in advance of construction along the down‐gradient edge of 
all disturbed areas and maintained throughout the construction period. The control of dust and erosion 
during the construction period will be managed using a number of Best Management Practices (BMPs) 
described below and as shown on the Erosion Control sheet (EC‐1) of the Construction Drawings. 
 
Temporary Sediment Traps (During Construction) 
 
Small  depressions  that  have  stormwater  runoff  directed  into  them  for  increase  retention  time  that 
promotes settling out of suspended solids. Tributary drainage area should be under 1 acre. The storage 
volumes should be 1,800 cubic feet per acre of tributary area equaling 1,350 cubic feet required. 
 
Silt Fence, Reinforced with Haybales as Required (Compost Berms & Socks can be used as alternatives) 
 
Silt  fence  or  silt  sock  is  installed  at  the  down  gradient  limit  of work.  It  should  be  trenched  into  the 
ground 6” and staked without drooping. The woven  fabric will allow the passage of stormwater while 
filtering out suspended solids. Haybales give added filtering and erosion control. Every 100’ two bales or 
silt socks shall be placed and staked perpendicular to the fence. Haybales shall be inert straw or salt hay 
type. 
 
Dewatering 
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If  dewatering  is  required,  discharges  shall  be  directed  through  a  settling  pool  or  filter  bag  prior  to 
discharge. Outflow of  silt‐laden  runoff  shall not be permitted  to  flow directly  into  resource  areas.  In 
some  instances, a  settling  tank may need  to be employed. Upon  completion of  site  stabilization,  the 
BMP’s and conveyance systems shall be thoroughly cleaned of silt and sediment and made ready for the 
proposed  operation.  Discharge  points  shall  be  set  back  from  the  edge  of  the  resource  areas  and 
monitored  by  qualified  personnel  to  ensure  no  impacts  to  resource  areas  and  compliance  with 
applicable  federal and state regulations. Discharges shall be  free  from visible  floating, suspended, and 
settleable solids that would impair the functions of the nearby wetlands and downstream rivers. 
 
ON‐GOING MAINTENANCE CONTRACT 
 
The Responsible Party shall hire appropriate staff, contract with a maintenance company, or designate a 
qualified party to complete ongoing maintenance. 
 
LIVING DOCUMENT PROVISIONS 
 
Due to the difficulty of  identifying all sources of potential stormwater contamination and maintenance 
activities,  this  document  shall  be  updated  as  necessary  to  reflect  new  procedures,  technologies  or 
requirements.  Ultimately,  the  Responsible  Party  will  have  the  authority  to  implement  a  plan  and 
frequency of maintenance as required. 
 
MAINTENANCE LOG 
 
The  Responsible  Party  shall  develop  and  maintain  a  log  of  inspections,  maintenance,  repairs,  and 
disposal (including location of disposal) during the life of the project. Records shall be maintained for at 
least three years and be made available to the Massachusetts Department of Environmental Protection 
in  accordance with  the  provisions  of  the Massachusetts  Stormwater Handbook.  A  sample  of  such  a 
maintenance log is provided. 
 
GOOD HOUSEKEEPING PRACTICES DURING CONSTRUCTION 
 
The Responsible Party shall maintain good housekeeping practices by maintaining a clean and orderly 
facility to prevent potential pollution sources from coming into contact with stormwater and degrading 
water quality. This  includes establishing protocols to reduce the possibility of mishandling materials or 
equipment and training employees in good housekeeping techniques.  
 
Common areas where good housekeeping practices should be  followed shall  include: material storage 
areas, vehicle and equipment maintenance areas, and loading areas. Good housekeeping practices must 
include  a  designated  and  secure  location  for  garbage. A  schedule  for  regular  pickup  and  disposal  of 
garbage and waste materials and routine inspections of containers for leaks and structural integrity shall 
be developed. Portable toilets shall be installed on site and maintained throughout construction. Excess 
concrete  and  cleanout water  from  redi‐mix  vehicles  shall  be  directed  towards  small  excavations  or 
constructed boxes for cleanup. Catch basins and drainage conveyance systems shall not be used for this 
purpose. 
 
MINIMIZING EXPOSURE 
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The Responsible Party shall minimize exposure of potential pollutant sources from coming  into contact 
with precipitation and being picked up by  stormwater and  carried  into drains and  surface waters. All 
materials shall be plainly  labeled and stored  in an appropriate container  in an appropriate  location. All 
activities which can generate sources of contaminants shall be contained. 
 
LONG‐TERM BMPS: MAINTENANCE 
 
Prior  to  final  completion  and  full  occupancy  of  the  development,  a  representative  of  the  contractor 
and/or  Engineer  at  the  responsible  parties  request  shall  properly  instruct  the  user  of  the  required 
maintenance  responsibilities  to maintain  the  effectiveness  of  the  drainage  system.  The  Responsible 
Party will implement the procedures and frequencies as they see fit under their current plan and inspect 
the  systems as needed  to maintain minimum effectiveness. Twelve  foot wide barn  style gates at  the 
entrance to the compound and twelve foot wide barn style gates near the sand filter basin are adequate 
to maintain the small scale improvements of the site. 
 
Bioretention Area 
 
During  the  construction phases of  the project,  the bioretention  area  shall be  inspected monthly  and 
cleaned as necessary and/or after  storms events with 1” of  rainfall or greater. Once  the  system goes 
online,  inspections shall occur after each major storm event over ½” for the first six months to ensure 
proper  stabilization,  function,  and  to  ensure  that  the  inlets  and  outlets  remain  free  of  obstructions. 
Thereafter,  these  structures  shall  be  inspected  and  cleaned  at  least  twice  per  year.  Cleanings  shall 
include  removal  of  accumulated  sediment,  inspection  of  the  filter  media,  and  monitoring  of 
groundwater to ensure proper operation of the system. Important items to check for include differential 
settlement, cracking, breakout, clogging of outlets, and root infestation. Water levels should be checked 
and recorded against rainfall amounts to verify that the drainage system is working properly. Should the 
bioretention area become clogged with sediment beyond the ability to clean, the bioretention area shall 
be  excavated  of  all  clogged  material  and  reconstructed  as  shown  on  the  Construction  Drawings. 
Excavated material shall be disposed of off‐site. 
 
Sand Filter Basin 
 
During  the  construction  phases  of  the  project,  the  sand  filter  basin  shall  be  inspected monthly  and 
cleaned  as  necessary  and/or  after  storms  events  with  1”  of  rainfall  or  greater.  Thereafter,  these 
structures  shall be  inspected and  cleaned at  least  two  times per year, as needed during  the owner’s 
regular maintenance of the grounds, and after 2‐year or greater rain events (3” of rain.) Cleanings shall 
include removal of vegetation, removal of excess sediment accumulation, inspection of filter media, and 
inspection  of  underdrain  system/outlet  works.  Should  the  sand  filter  basin  become  clogged  with 
sediment beyond the ability to clean, the sand filter basin shall be excavated of all clogged material and 
reconstructed as shown on the Construction Drawings. Excavated material shall be disposed of off‐site. 
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Energy Dissipaters 
 
During the construction phases of the project, the rip rap energy dissipaters shall be inspected monthly 
and  cleaned as necessary and/or after  storms events with 1” of  rainfall or greater. Thereafter,  these 
structures shall be cleaned at least once per year or as needed during the owner’s regular maintenance 
of the grounds. Cleanings shall include removal of vegetation, removal of excess sediment accumulation 
and inspection of condition of stone. 
 
ANNUAL MAINTENANCE COST ESTIMATE 
 

BMP  Frequency  Unit Cost  Subtotal 

Bioretention Area  2 visit per year  $500  $1000 

Sand Filter Basin  2 visit per year  $500  $1000 

Energy Dissipaters  1 visit per year  $250  $250 

    Total: $2250 

The annual maintenance  cost does not  include  the owner’s  regular maintenance of  the grounds  that 
would consist of mowing & trash pickup. 
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Conventional & LID 
Best Management Practices

Recommended 
Minimum Inspection & 

Maintenance Frequency

Erosion/Scouring

Tree Growth Hazards

Differential Settlement/Seepage

Structural Damage/Obstructions

Trash & Debris

Removal of Accumulated Sediment

Slope Integrity

*Mow Vegetation/Poor 
Vegetation Coverage
Remove/Reset Filter 
Fabric & Stone As Required
Check - Remove & Replace mulch/media/stone

Remove/Reset Riprap 
as Required
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